
3GPP TSG-CT WG6 #68
(
 C6-130120
Fukuoka, Japan, 21-24 May 2013

	CR-Form-v10

	CHANGE REQUEST

	

	(

	51.010-4
	CR
	0093
	(

rev
	-
	(

Current version:
	4.25.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	X
	ME
	X
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	Correction to the applicability of test case 27.22.4.1 seq. 4.4

	
	

	Source to WG:
(

	CATR

	Source to TSG:
(

	C6

	
	

	Work item code:
(

	TEI4
	
	Date: (

	2013-05-10

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-4

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	According to the test case description, the speech call is needed during the test steps, while keypad is unnecessary. Therefore the test applicality condition C140 (O_No_Type_NK) should be changed to C142 (O_No_Type_NS).

	
	

	Summary of change:
(

	Condition C140 of 27.22.4.1 seq. 4.4 was updated to C142.

	
	

	Consequences if 
(

not approved:
	The applicability of 27.22.4.1 seq. 4.4 will be incorrect and inconsistent with TS 31.124.

	
	

	Clauses affected:
(

	3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


3.4
Applicability table
Table B.1: Applicability of tests

	Item
	Description
	Release
	Test
sequence
(s)
	Rel 96 ME
	Rel 97 ME
	Rel 98 
ME
	Rel 99
ME
	Terminal
Profile
	Network Dependency
	Support
	Recommendation for terminals also supporting USAT
	Additional test case execution parameter

	1
	PROFILE DOWNLOAD
27.22.1
	R96
	1
	M
	M
	M
	M
	E.1/1
	No
	
	
	

	2
	Contents of the TERMINAL PROFILE command 27.22.2
	R96
	
	M
	M
	M
	M
	E.1/1
	No
	
	
	

	3
	Servicing of Proactive SIM Commands
27.22.3
	R96
	
	M
	M
	M
	M
	
	No
	
	
	

	4
	DISPLAY TEXT
27.22.4.1
	
	
	
	
	
	
	
	
	
	
	

	
	Unpacked
	R96
	1.1
	C139
	C139
	C139
	C139
	E.1/17 AND E.1/110
	No
	
	AER001
	

	
	Screen busy
	R96
	1.2
	C139
	C139
	C139
	C139
	E.1/17 AND E.1/110
	No
	
	AER001
	

	
	high priority
	R96
	1.3
	C139
	C139
	C139
	C139
	E.1/17 AND E.1/110
	No
	
	AER001
	

	
	Packed
	R96
	1.4
	C139
	C139
	C139
	C139
	E.1/17 AND E.1/110
	No
	
	AER001
	

	
	clear after delay
	R96
	1.5
	C139
	C139
	C139
	C139
	E.1/17 AND E.1/110
	No
	
	AER001
	

	
	long text up to 160 bytes
	R96
	1.6
	C139
	C139
	C139
	C139
	E.1/17 AND E.1/110
	No
	
	AER001
	

	
	Backwards move in SIM session
	R96
	1.7
	C139 AND C140
	C139 AND C140
	C139 AND C140
	C139 AND C140
	E.1/17 AND E.1/110 AND E.1/111
	No
	
	AER001
	

	
	Session terminated by user
	R96
	1.8
	C139 AND C140
	C139 AND C140
	C139 AND C140
	C139 AND C140
	E.1/17 AND E.1/110 AND E.1/111
	No
	
	AER001
	

	
	Command not understood by ME
	R96
	1.9
	C139
	C139
	C139
	C139
	E.1/17 AND E.1/110
	No
	
	AER001
	

	
	no response from user
	R96
	2.1
	C120 AND C139 AND C140
	C120 AND C139 AND C140
	C120 AND C139 AND C140
	C120 AND C139 AND C140
	E.1/17 AND E.1/110 AND E.1/111
	No
	
	AER001
	

	
	Extension Text
	R98
	3.1
	
	
	C106 AND C139
	C106 AND C139
	E.1/17 AND E.1/16 AND E.1/110
	No
	
	AER001
	

	
	sustained text
	R98
	4.1, 4.2
	
	
	C104 AND C139
	C104 AND C139
	E.1/17 AND E.1/65 AND E.1/110
	No
	
	
	

	
	sustained text
	R98
	4.3
	
	
	C104 AND C139 AND C140
	C104 AND C139 AND C140
	E.1/17 AND E.1/65
	No
	
	
	

	
	sustained text
	R98
	4.4
	
	
	C104 AND C139 AND C142
	C104 AND C139 AND C142
	E.1/17 AND E.1/65
	Yes
	
	
	

	
	Icons – basic icon
	R98
	5.1, 5.3
	
	
	C108 AND C139
	C108 AND C139
	E.1/17 AND E.1/111
	No
	
	
	

	
	Icons – colour icon
	R98
	5.2
	
	
	C134 AND C139
	C134 AND C139
	E.1/17 AND E.1/111
	No
	
	
	

	
	UCS2 display
	R97
	6.1
	
	C118 AND C139
	C118 AND C139
	C118 AND C139
	E.1/17 AND E.1/15 AND E.1/111
	No
	
	
	


	C101
	IF A.1/1 THEN M ELSE N/A
	-- O_Cap_Conf

	C102
	void
	

	C103
	void
	

	C104
	IF A.1/2 THEN M ELSE N/A

	-- O_Sust_text

	C105
	IF A.1/3 AND A.1/26 THEN M ELSE N/A
	-- O_Ucs2_Entry AND O_UCS2_Cyrillic

	C106
	IF A.1/4 THEN M ELSE N/A
	-- O_Ext_Str

	C107
	IF A.1/5 THEN M ELSE N/A
	-- O_Help

	C108
	IF A.1/6 THEN O.1 ELSE N/A
	-- O_Icons

	C109
	IF A.1/7 THEN M ELSE N/A
	-- O_Dual_Slot

	C110
	IF (A.1/9 AND A.1/25) THEN M ELSE N/A

	O_Run_At AND O_+CIMI

	C111
	IF (A.1/10 OR E.1/71) THEN M ELSE N/A
	-- O_LB

	C112
	IF A.1/11 THEN M ELSE N/A
	-- O_Soft_key

	C113
	void
	

	C114
	IF C110 AND A.1/6 THEN O.1 ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons

	C115
	IF C111 AND A.1/6 THEN O.1 ELSE N/A
	-- O_LB AND O_Icons

	C116
	IF A1/7 AND A.1/8 THEN M ELSE N/A
	-- O_Dual_Slot AND O_Detach_Rdr

	C117
	IF C111 AND C118 THEN M ELSE N/A
	-- O_LB AND O_Ucs2_Disp AND O_UCS2_Cyrillic

	C118
	IF A.1/15 AND A.1/26 THEN M ELSE N/A

	-- O_Ucs2_Disp AND O_UCS2_Cyrillic

	C119
	IF A.1/19 THEN M ELSE N/A

	-- O_Redial

	C120
	IF A.1/20 THEN M ELSE N/A

	-- O_D_NoResp

	C121
	IF A.1/21 AND A.1/17 THEN M ELSE N/A
	-- O_BIP_GPRS AND O_UDP

	C122
	IF C111 AND A.1/16 THEN M ELSE N/A
	-- O_LB  AND O_GPRS

	C123
	void
	

	C124
	IF A.1/22, test x.A M ELSE x.B M (where x is the expected sequence number value)
	-- O_CP_Subaddr

	C125
	IF A. 1/23 THEN M ELSE N/A

	-- O_FDN

	C126
	IF A. 1/24 THEN M ELSE N/A

	-- O_BDN

	C127
	IF C121 AND A.1/31 THEN M ELSE N/A

	-- O_BIP_GPRS AND O_UDP AND O_BUFFER_SIZE

	C128
	IF C121 AND (NOT A.1/32) THEN M ELSE N/A
	-- O_BIP_GPRS AND O_UDP AND (NOT O_DTM)

	C129
	IF A.1/33 THEN test x.A M ELSE test x.B M
	-- O_longFTN

	C130
	IF (C121 AND A.1/34) THEN test x.A M ELSE
IF (C121 AND NOT A.1/34) test x.B M ELSE N/A
	-- (O_BIP_GPRS AND O_UDP  AND O_User_Confirm_Before_PDP_Context_Request) OR (O_BIP_GPRS AND O_UDP AND NOT O_User_Confirm_Before_PDP_Context_Request)

	C131
	IF A.1/36 THEN M ELSE N/A
	-- O_UC_Before_EnvCC

	C132
	IF A.1/37 THEN M ELSE N/A
	-- O_UC_After_EnvCC

	C133
	IF A.1/38 THEN M ELSE N/A
	-- O_Serv_SS_HOLD

	C134
	IF A.1/6 THEN O.2 ELSE N/A
	-- O_Icons

	C135
	IF A.1/6 THEN O.4 ELSE N/A
	-- O_Icons

	C136
	IF C110 AND A.1/6 THEN O.2 ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons

	C137
	IF A.1/42 AND A.1/43 THEN M ELSE N/A
	-- O_AddInfo_SS AND O_Serv_SS_CFU

	C138
	IF A.1/42 AND A.1/44 THEN M ELSE N/A
	-- O_AddInfo_SS AND O_Serv_SS_CLIR

	C139
	IF A.1/45 THEN M ELSE N/A
	-- O_No_Type_ND

	C140
	IF A.1/46 THEN M ELSE N/A
	-- O_No_Type_NK

	C141
	IF A.1/47 THEN M ELSE N/A                             
	-- O_No_Type_NA

	C142
	IF A.1/48 THEN M ELSE N/A
	-- O_No_Type_NS

	C143
	IF A.1/49 THEN M ELSE N/A
	-- O_No_Type_NL

	C144
	IF A.1/6 AND A.1/71 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Send_SS

	C145
	IF A.1/6 AND A.1/75 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec2_Send_USSD

	C146
	IF A.1/6 AND A.1/74 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Send_USSD

	C147
	IF A.1/6 AND A.1/80 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Set_Up_Idle_Mode_Text

	C148
	IF C110 AND A.1/6 AND A.1/83 THEN M ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons AND O_Icon_Rec1_Run_AT_Cmd

	C149
	IF (A.1/10 OR (E.1/71 AND E.1/42)) THEN M ELSE N/A
	-- O_LB

	C150
	IF A.1/92 THEN M ELSE N/A
	-- O_Select_Item_Default_Item

	C151
	IF A.1/93 THEN M ELSE N/A
	-- O_SMS-CB_Data_Download

	C152
	IF A.1/93 AND A.1/45 THEN M ELSE N/A
	-- O_SMS-CB_Data_Download AND O_No_Type_ND

	C153
	IF A.1/94 THEN N/A ELSE M
	-- O_CLASS_C_OPMODE

	

	O.1
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG)) and x.y is the expected sequence number value)

	O.2
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/51 if Display Text supports icons as defined in record 2 of EF(IMG)) and x.y is the expected sequence number value)

	O.3
	void

	O.4
	IF A.1/zz AND A.1/ww tests x.yA M ELSE tests x.yB M (where zz and ww correspond to the options relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG) and A.1.52 if Display Text supports icons as defined in record 5 of EF(IMG) ) and x.y is the expected sequence number value)

	AER001
	IF (A.1/35) THEN R ELSE A
	-- O_SAT_USAT

	AER002
	IF (A.1/35) THEN R (27.22.4.10.1 Seq. 1.9) ELSE A
	-- O_SAT_USAT

	TCEP001
	IF NOT A.1/45 THEN during the test execution, the display or the non-display of any alpha identifier, text string or icon shall be treated as successfully verified.

	TCEP002
	IF NOT A.1/46 THEN the terminal may open the channel without explicit confirmation by the user.
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