Page 1



3GPP TSG-CT4 Meeting #62 
(
C4-131403
Vienna, Austria, 5th-9th August 2013







  


             was C4-131145
	CR-Form-v10

	CHANGE REQUEST

	

	(

	23.003
	CR
	0360
	(

rev
	1
	(

Current version:
	10.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	 MBMS SAI Definition Correction for LTE Access

	
	

	Source to WG:
(

	 Ericsson

	Source to TSG:
(

	CT4

	
	

	Work item code:
(

	TEI9
	
	Date: (

	2013-08-08

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Current MBMS SAI definition lack support for LTE access, for the case of SAI value of 0 (zero). This is believed to be an undesired omission at the time when MBMS over LTE was introduced as early as release 9.

	
	

	Summary of change:
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	Make the definition of MBMS SAI value of 0 (zero) to also apply for LTE access
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* * * First Change * * * *

15.3
Structure of MBMS SAI

The MBMS Service Area (MBMS SA) is defined in 3GPP TS 23.246 [52]. It comprises of one or more MBMS Service Area Identities (MBMS SAIs), in any case each MBMS SA shall not include more than 256 MBMS SAIs. An MBMS SAI shall identify a group of cells within a PLMN, that is independent of the associated Location/Routing/Service Area and the physical location of the cell(s). A cell shall be able to belong to one or more MBMS SAs, and therefore is addressable by one or more MBMS SAIs.

The MBMS SAI shall be a decimal number between 0 and 65,535 (inclusive). The value 0 has a special meaning; it shall denote the whole PLMN as the MBMS Service Area and it shall indicate to a receiving RNC/BSS/MCE that all cells reachable by that RNC/BSS/MCE shall be part of the MBMS Service Area.

With the exception of the specific MBMS Service Area Identity with value 0, the MBMS Service Area Identity shall be unique within a PLMN and shall be defined in such a way that all the corresponding cells are MBMS capable.

* * * End of Changes * * * *
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