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	Reason for change:
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	The behavior of the SEEK command on a 2G card, specified by TS 51.011 is different from the behavior of the SEARCH RECORD command defined in TS 31.101.

The SEEK command "searches through the current linear fixed EF to find a record starting with the given pattern" (quoted from TS 51.011).
Differently, the SEARCH RECORD command "searches through a linear fixed or cyclic EF to find record(s) containing a specific pattern" (quoted from ETSI 102 221).

For this reason, it is not possible to use the SMS record identifier of EF-SMSR as pattern for the SEARCH RECORD command, as the function would return all the records containing that value not only in the first position, but anywhere in the record.

	
	

	Summary of change:
(

	Changed the procedure for Short message status report to replace the search record operation with read record operation.
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not approved:
	Misleading text present in the specification that does not reflect the actual behavior of the UICC card.
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5.3.13
Short message status report

Requirement:
Service n°11 "available".

Request:
If the status of a stored short message indicates that there is a corresponding status report, the ME performs the reading procedure on the records of EFSMSR and identifies the record containing the appropriate status report.
Update:
If a status report is received, the ME first seeks within the SMS record identifiers of EFSMSR for the same record number it used for the short message in EFSMS. If such a record identifier is found in EFSMSR, it is used for storage. If such a record identifier is not found, then the ME seeks for a free entry in EFSMSR for storage. If no free entry is found the ME runs the Purge procedure with EFSMSR. If there is still no free entry, the status report is not stored.


If the ME found an appropriate record in EFSMSR for storage, it updates the record with the status report setting the record identifier in EFSMSR to the appropriate record number of the short message in EFSMS.


The status in EFSMS is updated accordingly by performing the update procedure with EFSMS.

Erasure:
The ME runs the update procedure with EFSMSR by at least storing '00' in the first byte of the record.
 The ME may optionally update the following bytes with 'FF'.

Purge:
The ME shall read the SMS record identifier (byte 1) of each record of EFSMSR. With each record the ME checks the corresponding short messages in EFSMS. If the status (byte 1) of the corresponding SMS is not equal '1D' (status report requested, received and stored in EFSMSR), the ME shall perform the erasure procedure with the appropriate record in EFSMSR.
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