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* * * First Change * * * *

4.3.3.3
Unsuccessful Operation
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Figure 4.3.3.3-1: Write-Replace Warning procedure. Unsuccessful operation.
The CBC initiates the procedure by sending a WRITE-REPLACE WARNING REQUEST message to the MME.

If MME cannot process the received WRITE-REPLACE WARNING REQUEST message, the MME shall return a WRITE-REPLACE WARNING RESPONSE message towards the CBC and the MME shall not forward the message towards the eNBs belonged to the tracking area as indicated in List of TAIs IE. 

The MME shall indicate a reason of failure in the cause IE.
NOTE: An Unsuccessful Operation is reported as a Successful Outcome in the Response message. See subclause 3.1.
* * * Last Change * * * *

4.3.3A.3
Unsuccessful Operation


[image: image2.emf] 

  MME  

STOP   WARNING  REQUEST  

CBC  

STOP   WARNING  RESPONSE  


Figure 4.3.3A.3-1: Stop Warning procedure, Unsuccessful operation.
The CBC initiates the Stop Warning Procedure by sending a STOP WARNING REQUEST message to the MME.

If MME cannot process the received STOP WARNING REQUEST message, the MME shall return a STOP WARNING RESPONSE message towards the CBC and the MME shall not forward the message towards the eNBs belonged to the tracking area as indicated in List of TAIs IE. 

The MME shall indicate a reason of failure in the cause IE. 
NOTE: An Unsuccessful Operation is reported as a Successful Outcome in the Response message. See subclause 3.1.
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