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* * * First Change * * * *

8.1.3
Transient Failures

The Transient Failure result codes shall use the values from 4001 to 4999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Transient Failure result codes are presented in the following table.

Table 8.1.3: 3GPP specific Transient Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	4100
	DIAMETER_USER_DATA_NOT_AVAILABLE
	29.329 [4]

	4101
	DIAMETER_PRIOR_UPDATE_IN_PROGRESS
	

	Note: The Experimental Result Codes from 4102 to 4120 are reserved for the TS 29.329.

	4121
	DIAMETER_ERROR_OUT_OF_RESOURCES
	29.061 [13]

	Note: The Experimental Result Codes from 4122 to 4140 are reserved for the TS 29.061.

	4141
	DIAMETER_PCC_BEARER_EVENT
	29.212 [19]

	4142
	DIAMETER_BEARER_EVENT
	

	Note: The Experimental Result Codes from 4142 to 4160 are reserved for the TS 29.212

	
	
	32.299 [5]

	Note: The Experimental Result Codes from 4161 to 4180 are reserved for the TS 32.299.

	4181
	DIAMETER_AUTHENTICATION_DATA_UNAVAILABLE
	29.272 [21]

	418x
	DIAMETER_ERROR_CAMEL_SUBSCRIPTION_PRESENT
	

	Note: The Experimental Result Codes from 4182 to 4200 are reserved for the TS 29.272.

	4201
	DIAMETER_ERROR_ABSENT_USER
	29.173 [25]

	Note: The Experimental Result Codes from 4202 to 4220 are reserved for the TS 29.173.

	4221
	DIAMETER_ERROR_UNREACHABLE_USER
	29.172 [24]

	4222
	DIAMETER_ERROR_SUSPENDED_USER
	

	4223
	DIAMETER_ERROR_DETACHED_USER
	

	4224
	DIAMETER_ERROR_POSITIONING_DENIED
	

	4225
	DIAMETER_ERROR_POSITIONING_FAILED
	

	4226
	DIAMETER_ERROR_UNKNOWN_UNREACHABLE LCS_CLIENT
	

	Note: The Experimental Result Codes from 4227 to 4240 are reserved for the TS 29.172.

	4241
	DIAMETER_ERROR_NO_AVAILABLE_POLICY_COUNTERS
	29.219 [26]

	Note: The Experimental Result Codes from 4242 to 4260 are reserved for the TS 29.219.
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