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***** Next change *****
1.1
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.
-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void.

[2]
Void.

[3]
Void.

[4]
Void.

[5]
Void.

[6]
Void.

[7]
Void

[8]
Void.

[9]
3GPP TS 22.011: "Service accessibility".

[10]
Void.
[11]
Void.

[12]
Void.
[13]
Void.
[14]
Void.

[15]
Void.

[16]
Void.
[17]
Void.
[18]
Void.
[19]
Void.
[20]
Void.
[21]
Void.
[22]
Void.
[22A]
3GPP TS 23.003: "Numbering, addressing and identification".
[23]
3GPP TS 24.008: "Mobile Radio Interface Layer 3 specification, Core Network Protocols - Stage 3".
[23A]
3GPP TS 24.301: "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3".
[24]
3GPP TS 45.002: "Multiplexing and multiple access on the radio path".

[25]
3GPP TS 45.008: "Radio subsystem link control".

[26]
Void.
[27]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2".
[28]
Void.

[29]
Void.

[30]
Void.

[31]
Void.

[32]
3GPP TS 25.304: "UE Procedures in Idle Mode and Procedures for Cell Reselection in Connected Mode".

[33]
3GPP TS 25.331: "RRC Protocol Specification".
[34]
3GPP TS 44.018:"Mobile radio interface layer 3 specification, Radio Resource Control Protocol".

[35]
3GPP TS 43.022: "Functions related to Mobile Station (MS) in idle mode and group receive mode".

[35A]
3GPP TS 43.318: "Generic Access Network (GAN); Stage 2".

[35B]
3GPP TS 44.318: "Generic Access Network (GAN); Mobile GAN interface layer 3 specification; Stage 3".

[36]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[37]
Void.

[38]
3GPP TS 21.111: "USIM and IC card requirements".

[39]
3GPP TS 44.060: "General Packet Radio Service (GPRS);Mobile Station (MS) - Base Station System (BSS) interface;Radio Link Control/Medium Access Control (RLC/MAC) protocol".

[40]
3GPP TS 31.102: "Characteristics of the USIM Application".

[41]
3GPP TS 31.111: "Universal Subscriber Identity Module (USIM), Application Toolkit (USAT)".
[42]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA) Radio Resource Control (RRC); Protocol specification".
[43]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode".
[44]
3GPP2 C.S0016-D v1.0: "Over-the-Air Service Provisioning of Mobile Stations in Spread Spectrum Standards".
[45]
3GPP2 C.S0011-C v2.0: "Recommended Minimum Performance Standards for cdma2000 Spread Spectrum Mobile Stations".
[46]
3GPP2 C.S0033-A v2.0: "Recommended Minimum Performance Standards for cdma2000 High Rate Packet Data Access Terminal".
[47]
3GPP TS 24.285: "Allowed Closed Subscriber Group (CSG) List Management Object (MO)".

[48]
Void.
[49]
3GPP TS 22.220: "Service requirements for Home Node B (HNB) and Home eNode B (HeNB)".
[50]
3GPP TS 24.368: "Non-Access Stratum (NAS) configuration Management Object (MO)".
***** Next change *****
3.6
CTS fixed part selection (A/Gb mode only)

In CTS mode only or in automatic mode with CTS preferred, the CTS MS normally operates on a CTS fixed part on which the mobile station is already enrolled. If the CTS MS loses CTS coverage in these modes, it shall attempt periodically to select again a CTS fixed part.

To select a CTS fixed part, the CTS MS shall listen to the CTSBCH frequencies of all the fixed parts on which the MS is currently enrolled.

If the CTS MS is moving in a border area between one area with CTS coverage and one without it, it might repeatedly require CTS attachments and LU on the PLMN. To prevent this, the criteria C1_CTS and C2_CTS (defined in 3GPP TS 45.008 [25] subclause 11.1) are used. To attach to a CTS FP, the C1_CTS criterion shall be greater than zero. When the C2_CTS criterion falls below zero, the CTS MS shall consider itself to be no more under CTS coverage.
***** Next change *****
4.7
Pageability of the mobile subscriber

An MS is required to listen to all paging messages that could address it (see 3GPP TS 45.002 [24]), when the following conditions are all satisfied:

-
A SIM is inserted;
-
The MS is camped on a cell;
-
The MS is not in state "Idle, No IMSI"; and
-
The MS is not performing the task to search for available PLMNs. (Whenever possible during this task, the MS should listen for paging.). However, when the MS is camped on a cell, is registered in a PLMN and is performing its regular search for a higher priority PLMN, as specified in 3GPP TS 22.011 [9], then it shall listen to all paging messages that could address it.

NOTE:
In A/Gb mode, during cell reselection there is a certain period when the MS is no longer camped on the old cell but must decode the full BCCH or CPBCCH before camping on the new cell. This leads to a period of slightly more than 8 51 frame multiframes when the MS will not necessarily be pageable. 
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