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	The evaluation of the Terminal Profile bit 29 (SET UP CALL) for terminals of type NK, ND or NS is currently set as O.1 that means “Bit value ="0" or bit not present”.
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Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support

	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	1.1
	Profile Download
	TS 31.111 §5.2
	R99
	M
	
	PD_Pro_Dvnl

	2
	1.2
	SMS-PP data download
	TS 31.111 §5.2
	R99
	C279
	
	PD_SMS_PP

	3
	1.3
	Cell Broadcast data download
	TS 31.111 §5.2
	R99
	C279
	
	PD_CB


[…]

	26
	4.2
	SEND SHORT MESSAGE 
	TS 31.111 §5.2
	R99
	C279
	
	PD_Send_SMS

	27
	4.3
	SEND SS 
	TS 31.111 §5.2
	R99
	C279
	
	PD_Send_SS

	28
	4.4
	SEND USSD
	TS 31.111 §5.2
	R99
	C279
	
	PD_Send_USSD

	29
	4.5
	SET UP CALL
	TS 31.111 §5.2
	R99
	Cxxx
	
	PD_SetUp_Call

	30
	4.6
	SET UP MENU
	TS 31.111 §5.2
	R99
	C267 AND C268
	
	PD_SetUp_Menu

	31
	4.7
	PROVIDE LOCAL INFORMATION (LOCI & IMEI)
	TS 31.111 §5.2
	R99
	M
	
	PD_Provide_Local

	32
	4.8
	PROVIDE LOCAL INFORMATION (NMR)
	TS 31.111 §5.2
	R99

	C279
	
	PD_Provide_Local_NMR


[…]
	C201
	[void]
	-- [void]

	C202
	[void]
	-- [void]


[…]

	C286
	IF A.1/144 THEN M ELSE O.1
	-- O_CC_IMS

	C287
	IF A.1/145 THEN M ELSE O.1
	-- O_CAT_Modem_Interface

	C288
	IF A.1/146 THEN M ELSE O.1
	-- O_Event_Incoming_IMS_Data

	C289
	IF A.1/147 THEN M ELSE O.1
	-- O_Event_IMS_Registration

	C290
	IF A.1/148 THEN M ELSE O.1
	-- O_UICC_ACCESS_IMS

	Cxxx
	IF A.1/84 AND A.1/85 AND A.1/87 AND NOT A.1/135 THEN M ELSE O
	-- O_SetUp_Call

	
	
	

	O.1
	Allowed: Bit value ="0" or bit not present
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