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	Reason for change:
	During the SGW restoration procdure, the PCRF should refrain from sending the message to the PGW. However the description in the TS23.007 is as follows
If the PGW rejects an IP-CAN session modification procedure with the rejection cause as specified in subclause 27.2.2.3, the PCRF should maintain the corresponding IP-CAN session and refrain from sending any further IP-CAN session modification request to the PCRF until being notified by the PGW that the PDN connection is restored.
This description cause misunderstanding that the PCRF should refrain from sending any further IP-CAN session modification request to another PCRF, such as in roaming case.


	
	

	Summary of change:
	Correct the PCRF procedure during the SGW restoration.

	
	

	Consequences if not approved:
	The IP-CAN session modification request to the PGW cannot be refrained when the SGW failed. It cause unnecessary message between the PCRF and the PGW.
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* * * First Change * * * *

27.2.2.4
PCRF procedure
If the PGW rejects an IP-CAN session modification procedure with the rejection cause as specified in subclause 27.2.2.3, the PCRF should maintain the corresponding IP-CAN session and refrain from sending any further IP-CAN session modification request to the PGW until being notified by the PGW that the PDN connection is restored.
For PMIP based S5, the PCRF can not send any message to the SGW once the Gxc session in the PCRF is removed. The PCRF may however behave as for GTP based S5, e.g. send signaling to the PGW via the Gx interface. The Gxc session is restored when the PCRF receives Gateway Control Session Establishment from the SGW as specified in 3GPP TS 29.212 [25].
* * * End of Changes * * * *

