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	Reason for change:
	Support for indication of “return to last LTE PLMN” via SGs was added to 3GPP TS 29.118 in CT1#85 in CR 0303 (C1-135193). In the meeting it was questioned if the MO CSFB indication from MME to VLR should be used also in emergency cases as it might not be wanted that the UE returns to LTE to be reachable for callback. The emergency case was then removed from the agreed CR to allow more time for further analysis.
The decision to return the UE to LTE after emergency CSFB does however not depend on the newly added MO CSFB indication, but the purpose of the indication is to allow return to the last used E-UTRAN PLMN, for networks configured to support this mechanism, when a decision to select E-UTRAN has been taken. The consequence of not allowing MO CSFB indication is that the UE will be directed to another E-UTRAN PLMN after emergency CSFB and not the last used E-UTRAN PLMN, i.e. the UE will be “lost” to another E-UTRAN PLMN after emergency CSFB.

	
	

	Summary of change:
	Emergency CSFB is added to the triggers for MO CSFB indication.

	
	

	Consequences if not approved:
	The UE can not return to the last used E-UTRAN PLMN after emergency CSFB.
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	Other comments:
	


***** First change *****
5.16.2
Procedures in the MME

If the MME is configured to support the return to the last used E-UTRAN PLMN after CS fallback, upon reception of an EXTENDED SERVICE REQUEST message (see 3GPP TS 24.301 [14]) from the UE with Service type set to "mobile originating CS fallback or 1xCS fallback" or "mobile originating CS fallback emergency call or 1xCS fallback emergency call" from the UE, the MME shall send the SGsAP-MO-CSFB-INDICATION message to the VLR.

***** End of changes *****
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.





