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***** Next change *****
5.2.6.3
Requests initiated by the UE

5.2.6.3.1
General for all requests

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction from a UE that is not considered as priviledged sender, and:

-
the request does not include any P-Preferred-Identity header field or none of the P-Preferred-Identity header fields included in the request matches any of the registered public user identities or any of the registered wildcarded public user identities, then the P-CSCF shall identify the originator and the served user of the request by the default public user identity;

-
the request includes one or two P-Preferred-Identity header field(s) each of which matches one of the registered public user identity or a registered wildcarded public user identity, the P-CSCF shall identify the originator and the served user of the request by the public user identity from the first such P-Preferred-Identity header field; and
-
the request includes two P-Preferred-Identity header fields, each of which matches a registered public user identity or a registered wildcarded public user identity, the P-CSCF shall identify the alternative identity of the originator of the request by the public user identity from the second such P-Preferred-Identity header field.

NOTE:
When two identities are provided in the P-Preferred-Identity header fields, it is assumed that one is an alias of the other but P-CSCF does not have the information to verify this.

When the P-CSCF receives an initial request for a dialog or a request for a standalone transaction from a UE that is considered as priviledged sender, and the request:

a)
does not include any P-Preferred-Identity header field, then the P‑CSCF shall identify the served user of the request by the default public user identity;
b)
includes a P-Preferred-Identity header field that does not match one of the registered public user identities or wildcarded public user identities, then the P‑CSCF shall identify the served user of the request by the default public user identity; or

c)
includes a P-Preferred-Identity header field that matches one of the registered public user identities or wildcarded public user identities, then the P‑CSCF shall identify the served user of the request by the public user identity from the P-Preferred-Identity header field.

In addition, if the request from a UE that is considered as priviledged sender:

1)
includes one or two P-Asserted-Identity header field(s) then the P‑CSCF shall identify the originator of that request by the public user identity from the first P-Asserted-Identity header field; or

2)
does not include a P-Asserted-Identity header field then the P‑CSCF shall identify the originator of that request by the same identity that has been determined for the served user according to steps a), b), and c) above.

NOTE 1:
If no security association was set-up during registration, the P-CSCF identifies the originator and served user of the request by using the IP association information stored during the registration for which it holds the list of registered public user identities.

NOTE 2:
The contents of the From header field do not form any part of this decision process.

NOTE 3: The display-name portion of the P-Preferred-Identity header field and the registered public user identities is not included in the comparison to determine a match.

NOTE 4:
The P-CSCF determines if the UE is considered as priviledged sender using the user-related policies provisioned to the P-CSCF (see subclause 5.2.6.1).
When the P-CSCF receives from the UE an initial request for a dialog or a request for a standalone transaction, if the host portion of the sent-by field in the topmost Via header field contains a FQDN, or if it contains an IP address that differs from the source address of the IP packet, the P-CSCF shall add a "received" header field parameter in accordance with the procedure defined in RFC 3261 [26].

If the P-CSCF adds a "received" header field parameter and UDP is being used, the P-CSCF shall also add an "rport" header field parameter. If IMS AKA is used, the parameter value shall contain the UEs protected server port. Otherwise the parameter value shall contain the IP source of the request.
When the P-CSCF receives from the UE an initial request for a dialog or a request for a standalone transaction, and the request matches a trigger for starting logging of SIP signalling, as described in draft-dawes-sipping-debug [140], the P-CSCF shall start to log SIP signalling for this dialog according to its debug configuration.

When the P-CSCF receives from the UE a request sent on a dialog for which logging of signalling is in progress, the P-CSCF shall check whether a trigger for stopping logging of SIP signalling has occurred, as described in draft-dawes-sipping-debug [140]. If a stop trigger event has occurred then the P-CSCF shall stop logging of signalling, else the P-CSCF shall determine, by checking its debug configuration, whether to log the request.

When the P-CSCF receives from the UE a request sent on a dialog for which logging of signalling is not in progress, and the request contains a P-Debug-ID header field, the P-CSCF shall remove the P-Debug-ID header field before forwarding the request.
If a P-CSCF supporting barring of premium numbers when roaming receives a request from a roaming UE and the Request-URI contains an E.164 number encoded as described in subclause 5.1.2A.1.2 which the P-CSCF is able to identify as a premium rate number in the country of the served network, the P-CSCF shall, based on local policy, add the "premium-rate" tel URI parameter specified in subclause 7.2A.X set to a value "information" or "entertainment" as appropriate.
NOTE 5:
The feature barring of premium numbers when roaming can be implemented in the P-CSCF or an IBCF of the visited network. Local policy ensures that the feature is only activiated in one of the two.
***** Next change *****
5.10.2.1A
General

For all SIP transactions identified:

-
if priority is supported, as containing an authorised Resource-Priority header field or a temporarily authorised Resource-Priority header field, or, if such an option is supported, relating to a dialog which previously contained an authorised Resource-Priority header field;
the IBCF shall give priority over other transactions or dialogs. This allows special treatment of such transactions or dialogs.

NOTE 1:
The special treatment can include filtering, higher priority processing, routeing, call gapping. The exact meaning of priority is not defined further in this document, but is left to national regulation and network configuration.

Based on local policy, the IBCF acting as an exit point shall add in responses in the P-Charging-Vector header field a "transit-ioi" header field parameter with an entry which identifies the operator network which the response is transitting or with a void entry.
Based on local policy the IBCF shall delete or void in responses in the P-Charging-Vector header field any received "transit-ioi" header field parameter value.
If an IBCF supporting barring of premium numbers when roaming receives a request originated from a roaming UE and the Request-URI contains an E.164 number encoded as described in subclause 5.1.2A.1.2 which the IBCF is able to identify as a premium rate number in the country of the served network, the IBCF shall, based on local policy, add the "premium-rate" tel URI parameter specified in subclause 7.2A.X set to a value "information" or "entertainment" as appropriate.
NOTE 2:
The feature barring of premium numbers when roaming can be implemented in the P-CSCF or an IBCF of the visited network. Local policy ensures that the feature is only activiated in one of the two.
***** Next change *****
7.2A.X
"premium-rate" tel URI parameter definition

7.2A.X.1
Introduction

The use of the "premium-rate" URI parameters for use in the Request-URI in SIP requests is defined.
7.2A.X.2
Syntax

The premium-rate category that a called number belongs to is represented as a URI parameter for the tel URI scheme and SIP URI representation of telephone numbers. The ABNF syntax is as specified in Table 7.2A.X and extends the formal syntax for the tel URI as specified in RFC 3966 [22]:
Table 7.2A.X
par =/ premrate

premrate = premrate-tag "=" premrate-value 

premrate-tag = "premium-rate" 

premrate-value = "information" / "entertainment"

7.2A.X.3
Operation

The "premium-rate" URI parameter may be supported by IM CN subsystem entities that provide the AS role and by IM CN subsystem entities that provide the proxy role.
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