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***** Next change *****
3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

B2BUA, dialog, header, header field, SIP response, SIP request, session: definitions in IETF RFC 3261 [3] apply.
incoming initial request: all requests intended to initiate either a dialog or a standalone transaction terminated by the served user

incoming communication: communication destined to the served user

indication that this communication is a Premium Rate Communication: the Request-URI of the received INVITE request includes the " premium-rate" tel URI parameter set to either the value "information" or the value "entertainment".

in progress communication: outgoing or incoming communication for which the initiating request has been forwarded to the terminating UE.

outgoing communication: communication outgoing from the user side of the interface

supplementary service: see ITU‑T Recommendation I.210 [5], clause 2.4.

***** Next change *****
5.1.1
General

Barring of outgoing communication is invoked in the AS performing ODB service.

Barring of outgoing communication includes one of the following categories:

-
barring outgoing communication;

-
barring outgoing international communications;

-
barring outgoing international communications except those directed to the home PLMN country; or

-
barring of outgoing communications when roaming outside the home PLMN country;

and one or more of the following categories:

-
barring of outgoing Premium Rate Communications (Information);

-
barring of outgoing Premium Rate Communications (Entertainment);

-
barring of outgoing Premium Rate Communications (Information) when roaming outside the home PLMN country; or

-
barring of outgoing Premium Rate Communications (Entertainment) when roaming outside the home PLMN country.

and one or more of the following categories:

-
when registered in the HPLMN, Operator Specific Barring (Type 1);

- 
when registered in the HPLMN, Operator Specific Barring (Type 2);

-
when registered in the HPLMN, Operator Specific Barring (Type 3); or
-
when registered in the HPLMN, Operator Specific Barring (Type 4).

***** Next change *****
5.1.3
Determining whether a category applies to a communication

In order to determine whether an ODB category applies for a communication the following applies:
1)
outgoing communication: this evaluates to true for all outgoing communication.

2)
outgoing international communications: this evaluates to true when the request URI of the outgoing SIP request:

a)
corresponds to a telephone number, i.e. a SIP URI with a "user" URI parameter set to "phone" or a tel URI; and

b)
does not point to a destination served by a network within the country where the originating user is located when initiating the call.

3)
outgoing international communications except those directed to the home PLMN country: this evaluates to true when the request URI of the outgoing SIP request:

a)
corresponds to a telephone number, i.e. a SIP URI with a "user" URI parameter set to "phone" or a tel URI;

b)
does not point to a destination served by a network within the country where the originating user is located when initiating the call; and

c)
does not point to a destination served within the served users home network.

4)
outgoing communications when roaming outside the home PLMN country: this evaluates to true when the served user is registered from an access network other than the served user home network and when the access network is outside the home PLMN country.
NOTE:
Whether the served user is registered from another network then the served users home network can be determined from the P-Visited-Network-ID header field specified in IETF RFC 3455 [x] and the P-Access-Network-Info header field specified in IETF RFC 3455 [x] both are provided during the registration process, see 3GPP TS 24.229 [2], subclause 5.7.1.3.

5)
outgoing Premium Rate Communications (Information): this evaluates to true when the canonical form of the request URI of the outgoing SIP request matches an entry in the locally configured list of URIs for premium rate communications for information.

6)
outgoing Premium Rate Communications (Entertainment): this evaluates to true when the when the canonical form of request URI of the outgoing SIP request matches an entry in the locally configured list of URIs for premium rate communications for entertainment.

7)
outgoing Premium Rate Communications (Information) when roaming outside the home PLMN country: this evaluates to true when 

a)
the SIP request from the UE includes an indication that this communication is a Premium Rate Communication (information); and
b)
the served user is registered from an access network other than the served user home network and when the access network is outside the home PLMN country.

8)
outgoing Premium Rate Communications (Entertainment) when roaming outside the home PLMN country: this evaluates to true when 

a)
the SIP request from the UE includes an indication that this communication is a Premium Rate Communication (entertainment); and

b)
the served user is registered from an access network other than the served user home network and when the access network is outside the home PLMN country.

9)
when registered in the HPLMN, Operator Specific Barring (Type 1): this evaluates to true when the request matches the locally configured conditions for operator specific barring type 1.

10)
when registered in the HPLMN, Operator Specific Barring (Type 2): this evaluates to true when the request matches the locally configured conditions for operator specific barring type 2.
11)
when registered in the HPLMN, Operator Specific Barring (Type 3): this evaluates to true when the request matches the locally configured conditions for operator specific barring type 3.
12)
when registered in the HPLMN, Operator Specific Barring (Type 4): this evaluates to true when the request matches the locally configured conditions for operator specific barring type 4.

The Operator specific barring definition for type 1, type 2, type 3, and type 4 is locally configured in the AS providing the ODB service. For operator specific barring the criteria that can be used by the operator to define conditions that are used to determine whether the category applies may be based on any signalling information from the incoming request. Examples of such criteria are:

1)
destination type e.g. international numbers or specific numbers;

2)
media used in the communication, e.g. audio, video, or text.
When any of the items 1) to 12) evaluates to true then the ODB category applies for a communication.
***** End of changes *****
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