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***** Next change *****
5.4.2.1.4
Notification about debug configuration

The S-CSCF shall send a NOTIFY request:

-
when an event that changes the debugging configuration of the user occurs. In this case the NOTIFY request is sent on all dialogs which have been established due to subscription to the debug event package of that user; and

-
as specified in RFC 6665 [28].

The S-CSCF shall set the P-Charging-Vector header field with the "icid-value" header field parameter populated as specified in 3GPP TS 32.260 [17] and:

-
if the NOTIFY request is sent towards an AS listed in the initial filter criteria a type 3 "orig-ioi" header field parameter. The S-CSCF shall set the type 3 "orig-ioi" header field parameter to a value that identifies the sending network of the request. The S-CSCF shall not include the type 3 "term-ioi" header field parameter; and
-
if the NOTIFY request is sent towards a public user identity this particular user owns, or any of the entities identified by the Path header field, a type 1 "orig-ioi" header field parameter. The S-CSCF shall set the type 1 "orig-ioi" header field parameter to a value that identifies the sending network of the request. The S-CSCF shall not include the type 1 "term-ioi" header field parameter.

The S-CSCF shall generate the body of the NOTIFY request as specified in draft-dawes-sipping-debug [140].

EXAMPLE:
For user alice@atlanta.com subscribed to her debug configuration, the entries in the body of the NOTIFY request look like:

    <?xml version="1.0"?>

    <debuginfo xmlns="urn:ietf:params:xml:ns:debuginfo"

      version="0" state="full">

      <debugconfig aor="alice@atlanta.com" id="r01" state="active"

          expires="43200">

      <session id="r03">

        <start-trigger>

          <method>INVITE</method>

          <from>alice@atlanta.com</from>

        </start-trigger>

        <stop-trigger>

          <time-period>P7M30S</time-period>

        </stop-trigger>

        <control>

          <trace-depth>minimum</trace-depth>

          <debug-id>1A346D</debug-id>

        </control>

      </session>

     </debugconfig>

    </debuginfo>

NOTE 1:
If multiple sessions are to be debugged, then multiple <session></session> elements are included in the XML, each one with a different debug-id attribute.

When all of a UE's debug configurations have expired (i.e.there is no <debugconfig> element set to "active" for this UE), the S-CSCF shall consider subscription to the debug event package belonging to the UE cancelled (i.e. as if the UE had sent a SUBSCRIBE request with an Expires header field containing a value of zero).

When the S-CSCF receives any response to the NOTIFY request, the S-CSCF shall store the value of the "term-ioi" header field parameter received in the P-Charging-Vector header field, if present.

NOTE 2:
Any received "term-ioi" header field parameter will be a type 3 IOI if received from an AS or a type 1 IOI if received from a public user identity this particular user owns, or any of the entities identified by the Path header field. The type 3 IOI identifies the service provider from which the response was sent and the type 1 IOI identifies the network from which the response was sent.
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