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	Reason for change:
(

	According to 23.402, if the UE receives IARP rules from the V_ANDSF, the UE shall ignore them:
The Inter-APN Routing Policy (IARP) is a set of operator-defined rules that determine which traffic should be routed across different PDN connections and which traffic should be non-seamlessly offloaded to WLAN (as defined in clause 4.1.5). These rules can be provisioned by the H-ANDSF only. If the UE receives IARP rules from the V-ANDSF, the UE shall ignore them. An Inter-APN routing capable UE selects an existing IP interface to route IP flows based on the received / provisioned IARP rules and user preferences. This IP interface is either associated with a specific APN or is used for non-seamless WLAN offload (NSWO).

The case where there is only one IARP rule which is not from HPLMN nor equivalent HPLMN is missing.
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	Add handling for the missing case.
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	*** First Change ***


5.9.61
<X>/IARP/<X>/PLMN
The PLMN leaf indicates a PLMN code of the operator, which created this IARP rule.
-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace

-
Values: <PLMN>

The format of the PLMN is defined in 3GPP TS 23.003 [3].
When evaluating the PLMN leaf the following applies:

-
if the value contained in this leaf is equal to the HPLMN (or an equivalent HPLMN) of the UE and the UE is not roaming, the IARP rule is valid;

-
if the value contained in this leaf is neither HPLMN nor an equivalent HPLMN, or if there are multiple IARP rules with the same value in the PLMN leaf and the PLMN value is neither HPLMN nor an equivalent HPLMN, then the IARP rule is ignored; and

-
if there are multiple IARP rules with the same value in the PLMN leaf, the same value in the Roaming leaf  and the PLMN value is the HPLMN or an equivalent HPLMN, then the IARP rule is ignored.

	*** End Change ***
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