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***** First change *****
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AKA
Authentication and Key Agreement

AMBR
Aggregate Maximum Bit Rate

APN
Access Point Name

APN-AMBR
APN Aggregate Maximum Bit Rate

ARP
Allocation Retention Priority

CSG
Closed Subscriber Group

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network
EAB
Extended Access Barring
ECM
EPS Connection Management
eKSI
Key Set Identifier for E-UTRAN

EMM
EPS Mobility Management

eNode B
Evolved Node B

EPC
Evolved Packet Core Network

EPS
Evolved Packet System

ESM
EPS Session Management

GBR
Guaranteed Bit Rate

GUMMEI
Globally Unique MME Identifier

GUTI
Globally Unique Temporary Identifier

HeNB
Home eNode B

HRPD
High Rate Packet Data
IP-CAN
IP-Connectivity Access Network
ISR
Idle mode Signalling Reduction
kbps
Kilobits per second
KSI
Key Set Identifier

L-GW
Local PDN Gateway

LHN-ID
Local Home Network Identifier
LIPA
Local IP Access

M-TMSI
M-Temporary Mobile Subscriber Identity
Mbps
Megabits per second
MBR
Maximum Bit Rate

MME
Mobility Management Entity

MMEC
MME Code


PD
Protocol Discriminator

PDN GW
Packet Data Network Gateway

PSM
Power Saving Mode
PTI
Procedure Transaction Identity

QCI
QoS Class Identifier

QoS
Quality of Service

RRC
Radio Resource Control

S-TMSI
S-Temporary Mobile Subscriber Identity

S101-AP
S101 Application Protocol

S1AP
S1 Application Protocol

SAE
System Architecture Evolution

SIPTO
Selected IP Traffic Offload
TA
Tracking Area
TAC
Tracking Area Code

TAI
Tracking Area Identity
TFT
Traffic Flow Template

TI
Transaction Identifier
TIN
Temporary Identity used in Next update

***** Next change *****
6.6.1.2.4
ESM information request completion by the network
Upon receipt of the ESM INFORMATION RESPONSE message, the network shall stop timer T3489 and enter the state PROCEDURE TRANSACTION INACTIVE. A protocol configuration options IEincluded in the ESM INFORMATION RESPONSE message replaces any protocol configuration options IEthat the network previously may have received during the attach procedure execution.
***** Eno of changes *****
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