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	Other comments:
	


------------------------------------------   1st Change ------------------------------------------
14.6
PS to CS dual radio voice call continuity (DRVCC)
-------------------------------------------   2nd Change ------------------------------------------
14.6.2
PS to CS DRVCC with the assisted mid-call feature

The requirements for the PS to CS DRVCC with the assisted mid-call feature are the same as in subclause 14.6.1 and in subclause 14.4.

NOTE:
Transfer of an additional call requires the use of IMS Centralized Services (ICS).
-------------------------------------------   3rd Change ------------------------------------------
14.6.3
PS to CS DRVCC for calls in alerting phase
The requirements for the PS to CS DRVCC for calls in alerting phase are the same as in subclause 14.6.1 with the additional requirements in this subclause.

The g.3gpp.drvcc-alerting media feature tag according to 3GPP TS 24.237 [131] annex C and IETF RFC 3840 [56] included in the Contact header field of the INVITE request and in responses to the SIP INVITE request shall be supported at the roaming II-NNI.

The g.3gpp.drvcc-alerting feature-capability indicator according to 3GPP TS 24.237 [131] annex C included in the Feature-Caps header field of the INVITE request, in responses to the INVITE request and in any target refresh request and in non-100 provisional responses or the 2xx response to target refresh request shall be supported at the roaming II-NNI.

A 488 (Not Acceptable Here) response to the INVITE request without an SDP body shall be supported at the roaming II-NNI.

------------------------------------------   4th Change ------------------------------------------
14.7.3
CS to PS DRVCC for calls in alerting phase
The requirements for the CS to PS DRVCC for calls in alerting phase are the same as in subclause 14.7.1 with the additional requirements in this subclause.
The g.3gpp.cs2ps-drvcc-alerting media feature tag as described included in the Contact header field of the INVITE request and in responses to the INVITE request shall be supported at the roaming II-NNI.

The g.3gpp.cs2ps-drvcc-alerting feature-capability indicator according to 3GPP TS 24.237 [131] annex C included in the Feature-Caps header field of the INVITE request, in responses to the INVITE request and in any target refresh request and in non-100 provisional responses or the 2xx response to target refresh request shall be supported at the roaming II-NNI.

A 488 (Not Acceptable Here) response to the INVITE request without an SDP body shall be supported at the roaming II-NNI.
------------------------------------------   5th Change ------------------------------------------
14.7.4
CS to PS DRVCC for originating calls in pre-alerting phase
The requirements for the CS to PS DRVCC for originating calls in pre-alerting phase are the same as in subclause 14.7.1 and in subclause 14.7.3 with the following additional requirements:

The g.3gpp.cs2ps-drvcc-orig-pre-alerting media feature tag according to 3GPP TS 24.237 [131] annex C and IETF RFC 3840 [56] in the Contact header field of the INVITE request shall be supported at the roaming II-NNI.

The g.3gpp.cs2ps-drvcc-orig-pre-alerting feature-capability indicator according to 3GPP TS 24.237 [131] annex C included in the Feature-Caps header field of the INVITE request, in responses to the INVITE request and in any target refresh request and in non-100 provisional responses or the 2xx response to target refresh request shall be supported at the roaming II-NNI.
----------------------------------------   End Changes ------------------------------------------
