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[58]
3GPP TS 29.010: "Information element mapping between Mobile Station - Base Station System and BSS ‑ Mobile-services Switching Centre (MS - BSS - MSC) Signalling procedures and the Mobile Application Part (MAP)".

[59]
3GPP TS 29.011: "Signalling interworking for Supplementary Services".

[59a]
3GPP TS 49.031: "Digital cellular telecommunications system (Phase 2+); Location Services (LCS); Base Station System Application Part LCS Extension (BSSAP-LE)".

[60]
Void

[61]
3GPP TS 52.008: " GSM Subscriber and Equipment Trace".

[62]
ETS 300 102-1 (1990): "Integrated Services Digital Network (ISDN); User-network interface layer 3 specifications for basic call control".

[63]
ETS 300 136 (1992): "Integrated Services Digital Network (ISDN); Closed User Group (CUG) supplementary service description".
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ETR 060: "Signalling Protocols and Switching (SPS); Guide-lines for using Abstract Syntax Notation One (ASN.1) in telecommunication application protocols".

[66b]
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[71]
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[75]
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ITU-T Recommendation Q.716: "Specifications of Signalling System No.7; Signalling connection control part (SCCP) performances".

[77]
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[85]
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[86]
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[88]
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ITU-T Recommendation Q.773: "Specifications of Signalling System No.7; Transaction capabilities formats and encoding".

[90]
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[92]
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[93b]
ITU-T Recommendation X.681: "Information technology  –  Abstract Syntax Notation One (ASN.1): Information object specification".
[94]
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[95]
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[97]
3GPP TS 23.018: "Basic Call Handling".

[98]
3GPP TS 23.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL) Phase 4 - Stage 2".

[99]
3GPP TS 23.079: "Support of Optimal Routeing (SOR) - Stage 2".

[100]
3GPP TS 43.068: "Voice Group Call Service (VGCS) - Stage 2".

[101]
3GPP TS 43.069: "Voice Broadcast service (VBS) - Stage 2".

[102]
ANSI T1.113: "Signaling System No. 7 (SS7) - ISDN User Part".

[103]
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[104]
3GPP TS 23.060: "General Packet Radio Service (GPRS) Service description; Stage 2".

[105]
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp Interface".

[106]
3GPP TS 29.018: "General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification".

[107]
3GPP TS 23.093: "Technical Realization of Completion of Calls to Busy Subscriber (CCBS); Stage 2".

[108]
3GPP TS 23.066: "Support of Mobile Number Portability (MNP); Technical Realisation Stage 2".

[109]
ANSI T1.112 (1996): "Telecommunication – Signalling No. 7 - Signaling Connection Control Part (SCCP)".

[110]
3GPP TS 23.116: "Super-Charger Technical Realisation; Stage 2.".
[111]
Void.

[112]
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[113]
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[114]
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[115]
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[116]
ITU-T Recommendation Q.850 (May 1998): "Usage of cause and location in the Digital Subscriber Signalling System No. 1 and the Signalling System No. 7 ISDN User Part".

[117]
3GPP TS 22.135: "Multicall; Service description; Stage 1".

[118]
3GPP TS 23.135: "Multicall supplementary service; Stage 2".

[119]
3GPP TS 24.135: "Multicall supplementary service; Stage 3".

[120]
3GPP TS 25.413: "UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling".

[121]
3GPP TS 29.202: "SS7 signalling transport in core network".
[122]
3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[123]
3GPP TS 22.071: " Location Services (LCS); Service description, Stage 1".
[124]

ITU-T Recommendation X.880: "Data networks and open system communication - Open System Interconnection - Service definitions - Remote operations: Concepts, model and notation".

[125]

3GPP TS 23.278: "Customised Applications for Mobile Network Enhanced Logic (CAMEL)  Phase 4 – Stage 2 IM CN Interworking (Rel-5)".
[126]
3GPP TS 23.172: "Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification".
[127]
3GPP TS 26.103: "Speech codec list for GSM and UMTS".

[128]
3GPP TS 23.141: "Presence Service; Architecture and Functional Description".
[129]
3GPP TS 23.094: "Follow Me (FM) – Stage 2".
[130]
Void
[131]
3GPP TS 32.421: "Subscriber and equipment trace: Trace concepts and requirements".

[132]
3GPP TS 32.422: "Subscriber and equipment trace; Trace control and Configuration Management".

[133]
3GPP TS 23.236: " Intra-domain connection of Radio Access Network (RAN) nodes to multiple Core Network (CN) nodes".
[134]
3GPP TS 23.204: "Support of Short Message Service (SMS) 
over generic 3GPP Internet Protocol (IP) access".

[135]
3GPP TS 23.292: "IP Multimedia Subsystem (IMS) Centralized Services".
[136]
3GPP TS 23.067: "enhanced Multi-Level Precedence and Pre-emption service (eMLPP) - Stage 2".

[137]
3GPP TS 24.067: "Enhanced Multi-Level Precedence and Pre-emption service (eMLPP); Stage 3".

[138]
3GPP TS 22.011: "Service accessibility".

[139]



IETF RFC 3588: "Diameter Base Protocol".
[140]
Void
[141]
3GPP TS 29.173: "Locations Services; Diameter-based SLh interface for Control Plane LCS".

[142]
Void
[143]
3GPP TS 23.272: "Circuit Switched (CS) fallback in Evolved Packet System (EPS); Stage 2".

[144]
3GPP TS 29.272: "Evolved Packet System (EPS); Mobility Management Entity (MME) and Service GPRS Support Node (SGSN) related interfaces based on Diameter protocol".
[145]
3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".
[146]
3GPP TS 29.205: "Application of Q.1900 series to bearer independent Circuit Switched (CS) core network architecture; Stage 3".
[147]
3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".
[148]
3GPP TS 23.682: "Architecture enhancements to facilitate communications with packet data networks and applications".
[149]
3GPP TS 29.274: "3GPP Evolved Packet System (EPS); Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C)". 
[xx]
3GPP TS 29.273: "Evolved Packet System (EPS); 3GPP EPS AAA interfaces".
* * * Next Change * * * *
 7.6.2.66
3GPP AAA Server Name
This parameter refers to the Diameter Identity of a 3GPP AAA server as defined in 3GPP TS 29.273 [xx].

* * * End of Changes * * * *
