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* * * First Change * * * *

7.9.7
PGW Downlink Triggering Notification
The direction of this message shall be from PGW to SGW and from SGW to MME(s)/S4-SGSN(s).
The PGW Downlink Triggering Notification shall be sent as part of the PGW triggered SGW restoration procedure if the MME/S4-SGSN, SGW and PGW support this optional feature as specified in 3GPP TS 23.007 [17].
Table 7.9.7-1: Information Elements in PGW Downlink Triggering Notification
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	M
	
	IMSI
	0

	MME/S4-SGSN identifier
	C
	This IE shall be included over S5 /S11/S4 interface as specified in 3GPP TS 23.007 [17].  
	IP Address
	0

	PGW S5 F-TEID for GTP or PMIP Control Plane (NOTE X)
	O
	This IE may be included over the S5 interface. If present, it shall contain the PGW S5 F-TEID value assigned during the PDN connection establishment. 

(NOTE 1)
	F-TEID
	0

	
	CO
	The PGW shall include this IE over the S5 interface according to the conditions specified in subclauses 20.2.7.1 of 3GPP TS 23.007 [17].
	
	

	
	CO
	If the SGW receives this IE it shall forward the IE to the MME/S4-SGSN over the S11/S4 interface.

This IE shall include the PGW S5 IP address for control plane and TEID for GTP based S5 case or the uplink GRE key for control plane in the PMIP based S5 case.
	
	

	Private Extension
	O
	
	Private Extension
	VS

	NOTE 1: 
The SGW shall set the header TEID value in the PGW Downlink Triggering Acknowledge to the PGW's Control Plane TEID if the 'PGW S5 F-TEID for GTP or PMIP Control Plane' IE is present in the PGW Downlink Triggering Notification message.
NOTE X: 
In earlier versions of this specification, the name of this IE was 'Sender F-TEID for Control Plane'. The name was changed when extending the applicability of the IE to S4/S11.


* * * End of Change * * * *


