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***** Next change *****
5.1.3.2.3.3
Automatic mode WLAN selection
The purpose of this procedure is to determine WLAN(s) that fulfil the selection criteria with the highest priority configured in the active ANDSF WLANSP rule. These WLAN(s) are called selected WLAN(s) that they are input in the service provider selection procedure described in subclause 5.2.3.2.3. There may be one or more selected WLAN(s).
The UE determines the selected WLAN(s) according to the following steps:

1)
The UE shall use the procedures specified in IEEE 802.11-2012 [57] to discover the available WLANs and their attributes and capabilities. The UE may perform ANQP procedures as specified in IEEE 802.11-2012 [57] to discover the attributes and capabilities of available WLANs. The UE shall compare the attributes and capabilities of the available WLANs with the selection criteria in the active WLANSP rule, and construct a prioritized list of available WLANs that fulfil the selection criteria. The priority of a WLAN in the list is set to the priority of the matching selection criteria. If a WLAN matches multiple selection criteria, the priority of the WLAN is set to the highest priority among all the matching selection criteria. There may be one or more selected WLANs in the list.


2)
If the following conditions are fulfilled:

-
the UE supports the PDN connection establishment over WLAN using the applicable S2a procedures specified in 3GPP TS 23.402 [6]; and

-
the "S2a connection preference" indicator exists and indicates that PDN connection establishment over WLAN using the applicable S2a procedures specified in 3GPP TS 23.402 [6] is preferred; and

-
one or more WLANs in the list constructed in step 1) support S2a connectivity


then the UE considers the WLANs that have the highest priority and support S2a connectivity as the selected WLANs. Otherwise, the UE considers the WLANs that have the highest priority as the selected WLANs. 

Editor's Note [WID WLAN_NS-CT; CR#0307]: Use of ANQP procedures in IEEE 802.11-2012 [57] to discover if the S2a connectivity is supported over a WLAN is FFS.

3)
If there are no WLANs selected in step 2), the UE may repeat the procedure from step 1) taking into consideration selection criteria with lower priority from the active WLANSP rule.

The UE shall use the list of selected WLANs to select a WLAN service provider as described in subclause 5.2.3.2.3.
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