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	Reason for change:
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	Based on SA plenary decision (SP-140397), I-WLAN feature is superseded by WLAN Network Selection and WLAN/3GPP Radio Interworking feature:
TSG SA has agreed that WLAN Network Selection and WLAN/3GPP Radio Interworking features supersede I-WLAN feature for UE WLAN selection from Rel-12 onwards, and tasks the responsible WGs to add such requirements as are required in the appropriate architecture and protocol specifications.

It is the intention to stop maintaining the I-WLAN feature from Rel-12 onwards, …. 

If any I-WLAN specifications, or parts thereof, are left unused, then such (parts of) specifications should be clearly marked as not actively maintained. It is up to each WG to determine how to document this in their specifications.

This decision needs to be reflected in the TS 24.234 spec to indicate that as a result of this SA decision, no further changes to TS 24.234 are intended.
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	Clarify that WLAN Network Selection supersedes I-WLAN from Rel-12 onwards and no further changes to this specification are intended.
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	Not aligned with SA decision regarding stoping I-WLAN maintenance.
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	*** First Change ***


1
Scope

The present document specifies the network selection, including authentication and access authorization using authentication, authorization and accounting (AAA) procedures used for the interworking of the 3GPP system and WLANs. In addition to these, the present document also specifies the tunnel management procedures used for establishing an end-to-end tunnel from the WLAN UE to the 3GPP network via the Wu reference point.

The present document is applicable to the WLAN user equipment (UE) and the network. In this technical specification the network includes the WLAN and 3GPP network.

Tunnel management signalling is carried between WLAN-UE and WLAN by WLAN access technology specific protocols, however this signalling is transparent to the WLAN.

Tunnel management procedures are defined to be independent of the underlying WLAN access technology and as such can be reused independently of the underlying technology.

The present document specifies procedures within I-WLAN necessary in order for IMS emergency calls to be supported when I-WLAN is used as the underlying access network. These involve both network selection as well as tunnel management procedures.

WLAN Network Selection supersedes I-WLAN for UE WLAN selection as specified in 3GPP TS 24.302 [28] from Rel-12 onwards.
No further changes to this specification are intended. If any future evolution of the procedures in this specification is necessary, it should be documented in other specifications.

	*** End Change ***
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