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7.36
Message waiting indication control +CMWI
Table 7.36-1: +CMWI parameter command syntax

	Command
	Possible response(s)

	+CMWI=[<state>[,<expiry_time>]]
	+CME ERROR: <err>


	+CMWI?
	+CMWI: <state>[,<expiry_time>]

	+CMWI=?
	+CMWI: (list of supported <state>s),(maximum <expiry_time>)


Description
The command allows to control the message waiting indication service according to 3GPP TS 24.606 [134].

The set command invokes the service for a certain <expiry_time> or deactivates the service. Refer subclause 9.2 for possible <err> values.
When the message waiting indication service is activated the unsolicited result code +CMWN: <mw_notification> is provided to indicate waiting messages.

The read command returns the message waiting indication service state and the time remaining for the service to be active if available.
Test command returns values supported as compound values. <expiry_time>s are supported from 0 to (maximum <expiry_time>) in seconds.
Defined values
<state>: integer type. Indicates the state of the message waiting indication service.
0
not active
1
active
<expiry_time>: integer type. Indicates the time in seconds after which the message waiting indication service will become inactive. The range of permitted values is from 0 to (2**32)-1. The default value is implementation specific.
<mw_notification>: string type. Indicates waiting message information in application/simple-message-summary MIME type format according to 3GPP TS 24.606 [134].
Implementation
Optional.
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