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	Reason for change:
	Present specification indicates that the UE may store the mapping after it receives the ProSe Application ID during the match report procedure.

However, this not aligned with the latest version of stage 2 (i.e., TS 23.303 sub-clause 5.3.4) where it is indicated that the UE shall store the mapping.

	
	

	Summary of change:
	(1) The UE shall store the mapping after it receive the ProSe Application ID.

	
	

	Consequences if not approved:
	Misaligment with requirements in stage 2. This leads with the problem that the UE can end up sending the match report again and again even though it has already got corresponding ProSe Application ID before.
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***** Next change *****
6.2.4.4
Match report procedure completion by the UE

Upon receipt of the MATCH_REPORT_ACK message, if the transaction ID contained in the <match-ack> element matches the value sent by the UE in a MATCH_REPORT message, the UE shall store the mapping between the ProSe Application Code and ProSe Application ID locally, start timer T4004, and may inform the upper layers of this match of the ProSe Application ID. Otherwise the UE shall discard the MATCH_REPORT_ACK message.

NOTE 1:
It is an implementation specific choice whether the UE informs the upper layers every time a ProSe Application ID triggers a match event, or only the first time this match occurs.

NOTE 2:
The UE may also inform the upper layers if a ProSe Application ID is no longer matched, because the validity timer T4004 of the corresponding ProSe Application Code expires.
