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<<< First Change >>>
3.3
Table of optional features

Support of SIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific GSM release, it is mandatory for the ME to support all functions of that release, as stated in table B.1.

The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the SIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.

The supplier of the implementation shall state the support of possible options in table A.1.

Table A.1: Options

	Item
	Option
	Status
	Support
	Mnemonic

	1
	Capability Configuration parameter
	O
	
	O_Cap_Conf

	[…]
	[…]
	[…]
	[…]
	[…]

	89
	Terminal displays icons as defined in record 1 of EF(IMG) for Launch Browser command
	O
	
	O_Icon_ Rec1_Launch_Browser

	90
	Terminal displays icons as defined in record 2 of EF(IMG) for Launch Browser command
	O
	
	O_Icon_ Rec2_Launch_Browser

	91
	Terminal displays icons as defined in record 5 of EF(IMG) for Launch Browser command
	O
	
	O_Icon_ Rec5_Launch_Browser

	92
	Terminal supports selection of default item in Select Item
	O
	
	O_Select_Item_Default_Item

	93
	Terminal supports SMS Cell Broadcast Data Download
	O
	
	O_SMS-CB_Data_Download

	94
	Terminal operating in GSM GPRS class C mode
	O
	
	O_CLASS_C_OPMODE

	95
	Terminal supports browser with multiple sessions/tabs
	O
	
	O_Browser_tabs

	xx
	Terminal rejects Launch Browser with Default URL
	Cyyy
	
	O_Rej_Launch_Browser_with_DefURL

	C001      If feature is implemented according to TS 31.111 [22] Rel-8 or later then O, else M. It is possible to implement the related features according to Rel-8 or later even if the generic toolkit implementation is according to a release earlier then Rel-8.

	Cyyy
If feature is implemented according to Rel-12 or later then O, else N/A


3.4
Applicability table

Table B.1: Applicability of tests

	Item
	Description
	Release
	Test
sequence
(s)
	Rel 96 ME
	Rel 97 ME
	Rel 98 
ME
	Rel 99
ME
	Rel-4
ME
	Terminal

Profile
	Network Dependency
	Support
	Recommendation for terminals also supporting USAT
	Additional test case execution parameter

	1
	PROFILE DOWNLOAD
27.22.1
	R96
	1
	M
	M
	M
	M
	M
	E.1/1
	No
	
	
	

	2
	Contents of the TERMINAL PROFILE command 27.22.2
	R96
	
	M
	M
	M
	M
	M
	E.1/1
	No
	
	
	

	3
	Servicing of Proactive SIM Commands
27.22.3
	R96
	
	M
	M
	M
	M
	M
	
	No
	
	
	

	[…]
	
	
	
	
	
	
	
	
	
	
	
	
	

	30
	LAUNCH BROWSER
27.22.4.26
	
	
	
	
	
	
	
	
	
	
	
	

	
	No session already launched: Connect to the default URL
	R99 
	1.1
	
	
	
	C111 AND C139 AND C140 AND Caaa
	C111 AND C139 AND C140 AND Caaa
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	
	

	
	connect to the specified URL, alpha identifier length=0
	R99 
	1.2
	
	
	
	C111 AND C139 AND C140
	C111 AND C139 AND C140
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	
	

	
	Browser identity, no alpha identifier
	R99 
	1.3
	
	
	
	C111 AND C139 AND C140
	C111 AND C139 AND C140
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	
	

	
	one bearer specified and gateway/proxy identity
	R99 
	1.4
	
	
	
	C122 AND C139 AND C140
	C122 AND C139 AND C140
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	
	

	
	void
	R99 
	1.5
	
	
	
	Void
	Void
	Void
	
	
	
	

	
	ME does not support Launch Browser with Default URL
	R99
	1.x
	
	
	
	C111 AND C139 AND C140 AND Cbbb
	C111 AND C139 AND C140 AND Cbbb
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	
	

	
	Interaction with current session
	R99 
	2.1, 2.2
	
	
	
	C111 AND C139 AND C140
	C111 AND C139 AND C140
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	
	

	
	Interaction with current session
	R99
	2.3
	
	
	
	C111 AND C139 AND C140
	C111 AND C139 AND C140
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	AER001
	

	
	UCS2 display
	R99 
	3.1
	
	
	
	C117 AND C139 AND C140
	C117 AND C139 AND C140
	E.1/71 AND E.1/15 AND E.1/110 AND E.1/111
	Yes
	
	
	

	
	Icons – basic icon
	R99 
	4.1, 4.2
	
	
	
	C115 AND C139 AND C140
	C115 AND C139 AND C140
	E.1/71 AND E.1/110 AND E.1/111
	Yes
	
	
	

	[…]
	
	
	
	
	
	
	
	
	
	
	
	
	

	41
	MO SMS Control by SIM
27.22.8
	
	
	
	
	
	
	
	
	
	
	
	

	
	With proactive command, Allowed , no modification
	R98
	1.1
	
	
	M
	M
	M
	E1/12 AND E.1/26 AND E.1/110
	Yes
	
	
	TCEP001

	
	With user SMS, Allowed , no modification
	R98
	1.2
	
	
	M
	M
	M
	E1/12
	Yes
	
	
	

	
	With proactive command, Not allowed
	R98
	1.3
	
	
	M
	M
	M
	E1/12 AND E.1/26 AND E.1/110
	Yes
	
	
	TCEP001

	
	With user SMS, Not allowed
	R98
	1.4
	
	
	M
	M
	M
	E1/12
	Yes
	
	
	

	
	With proactive command, Allowed, with modifications
	R98
	1.5
	
	
	M
	M
	M
	E1/12 AND E.1/26 AND E.1/110
	Yes
	
	
	TCEP001

	
	With user SMS, Allowed, with modifications
	R98
	1.6
	
	
	M
	M
	M
	E1/12
	Yes
	
	
	

	
	With Proactive command, the SIM responds with '90 00',  Allowed, no modification
	R98
	1.7
	
	
	M
	M
	M
	E1/12 AND E.1/26 AND E.1/110
	Yes
	
	
	TCEP001

	
	Send Short Message attempt by user, the SIM responds with '90 00', Allowed, no modification
	R98
	1.8
	
	
	M
	M
	M
	E1/12
	Yes
	
	
	

	
	Void
	
	
	
	
	
	
	
	
	
	
	
	

	
	NOTE: 
Applicability of test cases is only documented for the releases in which the features relevant to the present document are specified. 
The applicabilities in columns "R99" and "Rel-4" have identical contents, because no Rel-4 test cases have been added.


	C101
	IF A.1/1 THEN M ELSE N/A
	-- O_Cap_Conf

	C102
	void
	

	C103
	void
	

	C104
	IF A.1/2 THEN M ELSE N/A

	-- O_Sust_text

	C105
	IF A.1/3 AND A.1/26 THEN M ELSE N/A
	-- O_Ucs2_Entry AND O_UCS2_Cyrillic

	C106
	IF A.1/4 THEN M ELSE N/A
	-- O_Ext_Str

	C107
	IF A.1/5 THEN M ELSE N/A
	-- O_Help

	C108
	IF A.1/6 THEN O.1 ELSE N/A
	-- O_Icons

	C109
	IF A.1/7 THEN M ELSE N/A
	-- O_Dual_Slot

	C110
	IF (A.1/9 AND A.1/25) THEN M ELSE N/A

	O_Run_At AND O_+CIMI

	C111
	IF (A.1/10 OR E.1/71) THEN M ELSE N/A
	-- O_LB

	C112
	IF A.1/11 THEN M ELSE N/A
	-- O_Soft_key

	C113
	void
	

	C114
	IF C110 AND A.1/6 THEN O.1 ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons

	C115
	IF C111 AND A.1/6 THEN O.1 ELSE N/A
	-- O_LB AND O_Icons

	C116
	IF A1/7 AND A.1/8 THEN M ELSE N/A
	-- O_Dual_Slot AND O_Detach_Rdr

	C117
	IF C111 AND C118 THEN M ELSE N/A
	-- O_LB AND O_Ucs2_Disp AND O_UCS2_Cyrillic

	C118
	IF A.1/15 AND A.1/26 THEN M ELSE N/A

	-- O_Ucs2_Disp AND O_UCS2_Cyrillic

	C119
	IF A.1/19 THEN M ELSE N/A

	-- O_Redial

	C120
	IF A.1/20 THEN M ELSE N/A

	-- O_D_NoResp

	C121
	IF A.1/21 AND A.1/17 THEN M ELSE N/A
	-- O_BIP_GPRS AND O_UDP

	C122
	IF C111 AND A.1/16 THEN M ELSE N/A
	-- O_LB  AND O_GPRS

	C123
	void
	

	C124
	IF A.1/22, test x.A M ELSE x.B M (where x is the expected sequence number value)
	-- O_CP_Subaddr

	C125
	IF A. 1/23 THEN M ELSE N/A

	-- O_FDN

	C126
	IF A. 1/24 THEN M ELSE N/A

	-- O_BDN

	C127
	IF C121 AND A.1/31 THEN M ELSE N/A

	-- O_BIP_GPRS AND O_UDP AND O_BUFFER_SIZE

	C128
	IF C121 AND (NOT A.1/32) AND C142 THEN M ELSE N/A
	-- O_BIP_GPRS AND O_UDP AND (NOT O_DTM) AND O_No_Type_NS

	C129
	IF A.1/33 THEN test x.A M ELSE test x.B M
	-- O_longFTN

	C130
	IF (C121 AND A.1/34) THEN test x.A M ELSE
IF (C121 AND NOT A.1/34) test x.B M ELSE N/A
	-- (O_BIP_GPRS AND O_UDP  AND O_User_Confirm_Before_PDP_Context_Request) OR (O_BIP_GPRS AND O_UDP AND NOT O_User_Confirm_Before_PDP_Context_Request)

	C131
	IF A.1/36 THEN M ELSE N/A
	-- O_UC_Before_EnvCC

	C132
	IF A.1/37 THEN M ELSE N/A
	-- O_UC_After_EnvCC

	C133
	IF A.1/38 THEN M ELSE N/A
	-- O_Serv_SS_HOLD

	C134
	IF A.1/6 THEN O.2 ELSE N/A
	-- O_Icons

	C135
	IF A.1/6 THEN O.4 ELSE N/A
	-- O_Icons

	C136
	IF C110 AND A.1/6 THEN O.2 ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons

	C137
	IF A.1/42 AND A.1/43 THEN M ELSE N/A
	-- O_AddInfo_SS AND O_Serv_SS_CFU

	C138
	IF A.1/42 AND A.1/44 THEN M ELSE N/A
	-- O_AddInfo_SS AND O_Serv_SS_CLIR

	C139
	IF A.1/45 THEN M ELSE N/A
	-- O_No_Type_ND

	C140
	IF A.1/46 THEN M ELSE N/A
	-- O_No_Type_NK

	C141
	IF A.1/47 THEN M ELSE N/A                             
	-- O_No_Type_NA

	C142
	IF A.1/48 THEN M ELSE N/A
	-- O_No_Type_NS

	C143
	IF A.1/49 THEN M ELSE N/A
	-- O_No_Type_NL

	C144
	IF A.1/6 AND A.1/71 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Send_SS

	C145
	IF A.1/6 AND A.1/75 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec2_Send_USSD

	C146
	IF A.1/6 AND A.1/74 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Send_USSD

	C147
	IF A.1/6 AND A.1/80 THEN M ELSE N/A
	-- O_Icons AND O_Icon_Rec1_Set_Up_Idle_Mode_Text

	C148
	IF C110 AND A.1/6 AND A.1/83 THEN M ELSE N/A
	-- O_Run_At AND O_+CIMI AND O_Icons AND O_Icon_Rec1_Run_AT_Cmd

	C149
	IF (A.1/10 OR (E.1/71 AND E.1/42)) THEN M ELSE N/A
	-- O_LB

	C150
	IF A.1/92 THEN M ELSE N/A
	-- O_Select_Item_Default_Item

	C151
	IF A.1/93 THEN M ELSE N/A
	-- O_SMS-CB_Data_Download

	C152
	IF A.1/93 AND A.1/45 THEN M ELSE N/A
	-- O_SMS-CB_Data_Download AND O_No_Type_ND

	C153
	IF A.1/94 THEN N/A ELSE M
	-- O_CLASS_C_OPMODE

	Caaa
	IF (NOT A.1/xx) THEN M ELSE N/A
	-- NOT O_Rej_Launch_Browser_with_DefURL

	Cbbb
	IF A.1/xx THEN M ELSE N/A
	-- O_Rej_Launch_Browser_with_DefURL

	

	O.1
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG)) and x.y is the expected sequence number value)

	O.2
	IF A.1/zz tests x.yA M ELSE tests x.yB M (where zz corresponds to the option relating to the command being tested (e.g. A.1/51 if Display Text supports icons as defined in record 2 of EF(IMG)) and x.y is the expected sequence number value)

	O.3
	void

	O.4
	IF A.1/zz AND A.1/ww tests x.yA M ELSE tests x.yB M (where zz and ww correspond to the options relating to the command being tested (e.g. A.1/50 if Display Text supports icons as defined in record 1 of EF(IMG) and A.1.52 if Display Text supports icons as defined in record 5 of EF(IMG) ) and x.y is the expected sequence number value)

	AER001
	IF (A.1/35) THEN R ELSE A
	-- O_SAT_USAT

	AER002
	IF (A.1/35) THEN R (27.22.4.10.1 Seq. 1.9) ELSE A
	-- O_SAT_USAT

	TCEP001
	IF NOT A.1/45 THEN during the test execution, the display or the non-display of any alpha identifier, text string or icon shall be treated as successfully verified.

	TCEP002
	IF NOT A.1/46 THEN the terminal may open the channel without explicit confirmation by the user.


27.22.4.26.1.4.2 
Procedure

Expected Sequence 1.1 (LAUNCH BROWSER, connect to the default URL)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	
	[The ME is in idle mode and the browser's cache shall have been cleared. The ME supports Launch Browser with Default URL]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 1.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: LAUNCH BROWSER 1.1.1
	[connect to the default URL, "launch browser, if not already launched", no null alpha id.]

	4
	ME ( USER
	ME displays the alpha identifier
	

	5
	USER ( ME
	The user may have to confirm the launch browser.
	[option: user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE: LAUNCH BROWSER 1.1.1 



	[Command performed successfully] 



	7
	MESS 
	The ME attempts to launch the session with the default browser parameters and the default URL.
	[The SS shall handle the request of additional URLs as defined in the initial conditions section]

	8
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	9
	USER  ( ME
	The user verifies that the browser session to default URL is properly established.
	


PROACTIVE COMMAND: LAUNCH BROWSER  1.1.1

Logically:

Command details


Command number:
1


Command type:
LAUNCH BROWSER


Command qualifier:
launch browser, if not already launched

Device identities


Source device:
SIM


Destination device:
ME


URL
empty

Alpha Identifier
"Default URL"

Coding:

	BER-TLV:
	D0
	18
	81
	03
	01
	15
	00
	82
	02
	81
	82
	31

	
	00
	05
	0B
	44
	65
	66
	61
	75
	6C
	74
	20
	55

	
	52
	4C
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE: LAUNCH BROWSER 1.1.1

Logically:

Command details


Command number:
1


Command type:
LAUNCH BROWSER


Command qualifier:
launch browser, if not already launched

Device identities


Source device:
ME


Destination device:
SIM

Result


General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	01
	00















	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	



[…]

Expected Sequence 1.x (LAUNCH BROWSER, ME does not support Launch Browser with Default URL)

	Step
	Direction
	MESSAGE / Action
	Comments

	0
	ME
	
	[The ME is in idle mode and the browser's cache shall have been cleared. The ME does not support Launch Browser with Default URL]

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: LAUNCH BROWSER 1.1.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: LAUNCH BROWSER 1.1.1
	[connect to the default URL, "launch browser, if not already launched", no null alpha id.]

	4
	ME ( USER
	The ME may display the alpha identifier
	

	5
	USER ( ME
	If the ME displays the alpha identifier then the user confirms the launch browser.
	[option: user confirmation]

	6
	ME ( SIM
	TERMINAL RESPONSE: LAUNCH BROWSER 1.x.1 


	[ME unable to process command – Default URL unavailable] 



	7
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	


TERMINAL RESPONSE: LAUNCH BROWSER 1.x.1

Logically:

Command details


Command number:
1


Command type:
LAUNCH BROWSER


Command qualifier:
launch browser, if not already launched

Device identities


Source device:
ME


Destination device:
SIM

Result


General Result:
Command performed successfully

Additional data:
Default URL unavailable
Coding:

	BER-TLV:
	81
	03
	01
	15
	00
	82
	02
	82
	81
	83
	02
	26

	
	04
	
	
	
	
	
	
	
	
	
	
	


