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5.14.3.21
MG located Bearer Level ALG (mgbalg)

Table 5.14.3.21.1: MG located Bearer Level ALG package

	Properties 
	Mandatory/Optional
	Used in command
	Supported Values
	Provisioned Value

	Protocol type bearer level ALG (mgbalg/ptbalg, 0x011d/0x0001)
	M
	ADD, MODIFY
	ALL
	"OFF"

	Upper layer protocol filter (mgbalg/ulpf, 0x011d/0x0002)
	O (NOTE)
	ADD, MODIFY
	0
	"0"

	Source of replaced source address information part (mgbalg/sosaip, 0x011d/0x0003)
	O (NOTE)
	ADD, MODIFY
	ALL
	"SD"

	Source of replaced destination address information part (mgbalg/sodaip, 0x011d/0x0004)
	O (NOTE)
	ADD, MODIFY
	ALL
	"SD"

	Signals
	Mandatory/Optional
	Used in command
	Duration Provisioned Value

	None
	-
	-
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values
	Duration Provisioned Value

	
	-
	-
	-
	-

	Events
	Mandatory/Optional
	Used in command

	None
	-
	-

	
	Event Parameters
	Mandatory/

Optional
	Supported

Values
	Provisioned Value

	
	-
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values
	Provisioned Value

	
	-
	-
	-
	-

	Statistics
	Mandatory/Optional
	Used in command
	Supported Values

	None
	-
	- 
	-

	Error Codes
	Mandatory/Optional

	None
	-

	NOTE:
When B-ALG service configuration is provisioned in IMS-AGW.
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