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* * * First Change * * * *

5.14.3.18
TCP basic connection control (tcpbcc)

Table 5.14.3.18.1: TCP basic connection control package

	Properties
	Mandatory/Optional
	Used in command
	Supported Values
	Provisioned Value

	Incoming bearer connection establishment blocking (tcpbcc/bceb, 0x0115/0x0001)
	O (NOTE 1)
	ADD, MODIFY
	ALL
	"Unblocked"

	Oneway Release Indicator (tcpbcc/ori, 0x0115/0x0002)
	not supported
	-
	-
	"False"

	Signals
	Mandatory/Optional
	Used in command
	Duration Provisioned Value

	Establish BNC (tcpbcc/EstBNC, 0x0115/0x0001)
	M
	ADD, MODIFY
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values
	Duration Provisioned Value

	
	-
	-
	-
	-

	Release BNC (tcpbcc/RelBNC, 0x0115/0x0002)
	O (NOTE 2)
	ADD, MODIFY
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values
	Duration Provisioned Value

	
	-
	-
	-
	-

	Events
	Mandatory/Optional
	Used in command

	TCP connection state change (tcpbcc/BNCChange, 0x0115/0x0001)
	O (NOTE 3)
	ADD, MODIFY, NOTIFY

	
	Event Parameters
	Mandatory/

Optional
	Supported

Values
	Provisioned Value

	
	Type of state change (Type, 0x0001)
	M
	Est [0x01] Bearer Established,

Rel [0x05] Bearer Released
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values
	Provisioned Value

	
	Type of state change (Type, 0x0001)
	M
	Est [0x01] Bearer Established,

Rel [0x05] Bearer Released
	-

	Statistics
	Mandatory/Optional
	Used in command
	Supported Values

	None
	-
	-
	-

	Error Codes
	Mandatory/Optional

	None
	-

	NOTE 1:
Shall be supported if delayed TCP bearer connection establishment is required.

NOTE 2:
When the IMS-ALG wants to explicitly trigger the TCP bearer connection release procedure (instead of the implicit trigger related to the removal of the H.248 stream (via a MODify.request or SUBtract.request command)).

NOTE 3:
When the IMS-ALG wants to monitor the execution of TCP bearer control procedures.


* * * End of Changes * * * *

