Page 1



3GPP TSG-CT WG1 Meeting #90 
C1-150477
Sorrento (Italy), 2-6 February 2015













(was C1-150138)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.334
	CR
	0058
	rev
	1
	Current version:
	12.1.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Update of definition for UTC-based counter in TS 24.334

	
	

	Source to WG:
	Qualcomm Incorporated

	Source to TSG:
	C1

	
	

	Work item code:
	ProSe-CT
	
	Date:
	2015-02-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The definition of the UTC-based counter parameter in TS 24.334 subclause 12.2.2.18 currently refers to the definition of the UTC time in TS 36.331. However in TS 36.331 subclause 6.3.1, the UTC time is defined as expressed in 10 msec units:

Coordinated Universal Time corresponding to the SFN boundary at or immediately after the ending boundary of the SI-window in which SystemInformationBlockType16 is transmitted. The field counts the number of UTC seconds in 10 ms units since 00:00:00 on Gregorian calendar date 1 January, 1900 (midnight between Sunday, December 31, 1899 and Monday, January 1, 1900), including leap seconds and other additions prior to 1972
whereas per TS 33.303 subclause 6.1.3.3.1, the UTC-based counter used for ProSe direct discovery contains the UTC time expressed in units of seconds:

The announcing UE obtains a value for a UTC-based counter associated with a discovery slot based on UTC time. The counter is set to a value of UTC time in a granularity of seconds.


	
	

	Summary of change:
	The definition of the UTC-based counter parameter in TS 24.334 was updated to clarify that this parameter contains the UTC time in unit of seconds.
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	TS 24.334 will not be aligned with SA3 TS 33.303.
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***** First change *****
12.2.2.18

UTC-based counter
This parameter is used to indicate the UTC time associated with the discovery transmission opportunity in which a PC5_DISCOVERY message is sent. It is expressed in unit of seconds and encoded in binary format as the 32 least significant bits of the Coordinated Universal Time as defined in 3GPP TS 36.331 [12].
***** End of changes *****
