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***** First change *****
5.2.17
<X>/DiscoveryPolicyNotInEUTRAN/MonitoringRadioParameters/<X>/RadioParametersContents
The RadioParametersContents leaf contains the radio parameters to be used to perform ProSe direct discovery monitoring when the UE is not served by E-UTRAN.

-
Occurrence: One

-
Format: bin

-
Access Types: Get, Replace

-
Values: <RadioParametersContents>
The RadioParameterContents is defined as ProSePreconfiguration in subclause 9 of 3GPP TS 36.331 [10].

***** Next change *****
5.2.27
<X>/DiscoveryPolicyNotInEUTRAN/AnnouncingRadioParameters/<X>/RadioParametersContents
The RadioParametersContents leaf contains the radio parameters to be used to perform ProSe direct discovery announcing when the UE is not served by E-UTRAN.

-
Occurrence: One

-
Format: bin

-
Access Types: Get, Replace

-
Values: <RadioParametersContents>
The RadioParameterContents is defined as ProSePreconfiguration in subclause 9 of 3GPP TS 36.331 [10].

***** Next change *****
5.2.43
<X>/DirectCommunicationPolicyNotInEUTRAN/DirectCommunicationRadioParameters/<X>/RadioParametersContents
The RadioParametersContents leaf contains the radio parameters to be used to perform ProSe direct communication when the UE is not served by E-UTRAN.

-
Occurrence: One

-
Format: bin

-
Access Types: Get, Replace

-
Values: <RadioParametersContents
The RadioParameterContents is defined as ProSePreconfiguration in subclause 9 of 3GPP TS 36.331 [10].

***** End of changes *****
