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***** First change *****
1.1
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void

[2]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[3]
3GPP TS 23.038: "Alphabets and language‑specific information".

[4]
3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".

[5]
Void.

[6]
3GPP TR 03.49 Version 7.0.0: "Digital cellular telecommunication system (Phase 2+); Example protocol stacks for interconnecting Cell Broadcast Centre (CBC) and Base Station Controler (BSC)".

[7]
3GPP TS 44.012: "Short Message Service Cell Broadcast (SMSCB) support on the mobile radio interface".

[8]
3GPP TS 45.002: "Multiplexing and multiple access on the radio path".

[9]
Void.

[10]
3GPP TS 48.052: "Base Station Controller ‑ Base Transceiver Station (BSC - BTS) interface; Interface principles".

[11]
3GPP TS 48.058: "Base Station Controller ‑ Base Transceiver Station (BSC - BTS) interface; Layer 3 specification".

[12]
ITU-T Recommendation X.210: "Information technology - Open systems interconnection - Basic Reference Model: Conventions for the definition of OSI services".

[13]
3GPP TS 48.008: "Mobile-services Switching Centre - Base Station System (MSC-BSS) interface; Layer 3 specification".
[14]
3GPP TS 23.042: "Compression algorithm for text messaging services".

[15]
3GPP TS 23.048: "Security Mechanisms for the SIM application toolkit".

[16]
3GPP TS 25.331: "Radio Resource Control (RRC); Protocol specification".

[17]
3GPP TS 25.401: "UTRAN Overall Description".

[18]
3GPP TS 31.102: "Characteristics of the USIM Application".

[19]
3GPP TS 25.324: "Broadcast/Multicast Control BMC".

[20]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[21]
3GPP TR 25.925: "Radio Interface for Broadcast/Multicast Services".

[22]
Void.
[23]
Void.
[24]
Void.
[25]
GSMA AD.26: "Coding of Cell Broadcast Functions".
[26]
3GPP TS 44.018: "Mobile radio interface layer 3 specification; Radio Resource Control Protocol".

[27]
3GPP TS 44.060: "General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station System (BSS) interface; Radio Link Control / Medium Access Control (RLC/MAC) protocol".

[28]
3GPP TS 22.268: "Public Warning System (PWS) Requirements".
[29]
3GPP TS 25.419: "UTRAN Iu-BC Interface: Service Area Broadcast Protocol (SABP)".
[30]
3GPP TS 48.049: "Base Station Controller - Cell Broadcast Centre (BSC-CBC) Interface Specification; Cell Broadcast Service Protocol (CBSP)".
[31]
Void.
[32]
ETSI TS 102 900: "European Public Warning System (EU-ALERT) using the Cell Broadcast Service".
[33]
IETF RFC 4960: "Stream Control Transmission Protocol".

[34]
3GPP TS 36.413: " Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".
[35]
3GPP TS 29.168: "Cell Broadcast Centre interfaces with the Evolved Packet Core".
[36]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".
[37]
Void.
[38]
3GPP TS 23.007: "Restoration Procedures".
***** Next change *****
6
BSC/RNC/MME Functionality

The BSC/RNC/MME shall interface to only one CBC. A BSC may interface to several BTSs as indicated by 3GPP TS 48.052 [10]. An RNC may interface to several Node Bs. An MME may interface to several eNodeBs.
The BSC/RNC/MME shall be responsible for:

	BSC
	RNC
	MME

	Interpretation of commands from the CBC.

	Storage of messages from the CBC.

	Scheduling of CBS messages on the CBCH.
	Scheduling of CBS messages on the CBS related radio resources.
	

	Providing an indication to the CBC when the desired repetition period cannot be achieved.
	

	Providing to the CBC acknowledgement of successful execution of commands received from the CBC.

	Reporting to the CBC failure when a command received from the CBC is not understood or cannot be executed.

	Routing of CBS messages to the appropriate BTSs.
	Routing of CBS messages to the appropriate Node Bs.
	Routing of warning messages to the appropriate eNodeBs in the indicated Tracking Area.

	Transferring CBS information to each appropriate BTS via a sequence of 4 SMS BROADCAST REQUEST messages or 1 SMS BROADCAST COMMAND message (see 3GPP TS 48.058 [11]), indicating the channel which shall be used.
	The Node B has no functionality regarding CBS. This implies that CBS messages do not have to be transmitted explicitely to the Node Bs for further processing.
	Not applicable.

	Optionally generating Schedule Messages, indicating the intended schedule of transmissions (see 3GPP TS 44.012 [7]).
	Generating Schedule Messages, indicating the intended schedule of transmissions (see 3GPP TS 25.324 [19]). The conversion of GSM related CB DRX Information is a function of the RNC (3GPP TS 25.401 [17]).
	Not applicable.

	Optionally receiving CBCH Load Indication messages and reacting by broadcasting a burst of scheduled CBS messages or by suspending the broadcast for a period indicated by BTS (see 3GPP TS 48.058 [11]).
	Not applicable.
	Not applicable.

	Broadcasting the ETWS Primary Notification message upon receipt of the WRITE-REPLACE message including the Paging-ETWS-Indicator. The ETWS Primary Notification message is broadcasted according to the Warning Period parameter.
	Sending ETWS messages to mobile terminals upon receiving CBS transmission request from CBC including the Paging-ETWS-Indicator. Emergency indication can be included in the paging messages, based on the warning type information conveyed from CBC.
	Sending the Write-Replace Warning Request message to the appropriate eNodeBs upon receiving warning message transmission request from CBC.


To work efficiently on the interfaces, the BSC/RNC should forward CB related messages to the CBC using cell lists as far as applicable.

***** Next change *****
9.2.1
Identification of a CBS message

In GSM within a CBC-BSC interface, a CBS message is uniquely identified by the quartet (Message Identifier, Serial Number, Cell Identifier, Channel Indicator).

In UMTS within the CBC-RNC interface, and in E-UTRAN within the CBC-MME interface, a CBS message is uniquely identified by the triplet (Message Identifier, Serial Number, Cell Identifier).

This means that even when two CBS messages have the same semantic contents (for example the same weather forecast) but in different languages or coding schemes, they are considered as different and must therefore be identified by a different quartet.

The Serial Number (Old-Serial-Number or New-Serial-Number) is managed cyclically and therefore this does not prevent the re-use of the same quartet for a different CBS message when the serial number have been incremented a sufficient number of times. How to manage the ambiguity is described subsequently.

This unique identification of a CBS message across the CBC-BSC interface is used in all the primitives defined hereafter. This means that the quartet/triplet will be implicitly or explicitly present in every interface primitive which applies to a given CBS message.

This unique quartet/triplet will be referred in the rest of the document as the "message reference".

***** Next change *****
9.2.4
REPORT Response/Confirm

	PARAMETER
	REFERENCE
	PRESENCE

	Message-Identifier
	9.3.1
	M

	Serial-Number
	9.3.2/9.3.3
	M

	GSM only [Channel Indicator
	9.3.6
	O]

	No-of-Broadcasts-Completed-List
	9.3.10
	O

	Failure-List
	9.3.14
	O


This primitive will be sent by the BSC/RNC to the CBC in response to WRITE-REPLACE and KILL primitives. The Serial-Number field will contain the old serial number if this primitive is sent in response to a KILL primitive, and the new serial number if the primitive is sent in response to a WRITE-REPLACE primitive.

The No-of-Broadcasts-Completed-List, if present, may contain for each cell the number of broadcasts of the (replaced or killed) CB message with the old message reference sent to this particular cell for broadcast. The serial number information element in the case of a WRITE-REPLACE does not refer to the message for which the number of broadcasts completed information is supplied. The Failure-List, if present, may contain those cells which were present in the related WRITE-REPLACE or KILL primitive and failed the requested operation.

***** Next change *****
9.2.6
STATUS-LOAD-QUERY Response/Confirm

	PARAMETER
	REFERENCE
	PRESENCE

	Radio-Resource-Loading-List
	9.3.15
	O

	Failure-List
	9.3.14
	O

	GSM only [Channel Indicator
	9.3.6
	O]


This primitive will be sent by the BSC/RNC in response to the STATUS-LOAD-QUERY Request/Indication primitive.

The Radio-Resource-Loading-List, if present, may contain each cell which successfully performed the requested operation and for each of these cells the CBCH loading/ UTRAN Radio Resource loading of this particular cell.

NOTE:
For cells with DRX the load caused by the schedule messages will be included in the load calculation.

The Radio-ResourceLoading-List will not be present if all cells indicated in the related STATUS-LOAD-QUERY Request/Indication failed the requested operation.

The Failure-List, if present, may contain all cells for which the requested operation failed (e.g. because the cells CBCH is not available in a BTS). The STATUS-LOAD-QUERY Response/Confirm will not contain the Failure-List parameter if none of the cells in the Cell-List of the related STATUS-LOAD-QUERY Request failed the requested operation.

***** Next change *****
9.2.11
RESET Request/Indication

	PARAMETER
	REFERENCE
	PRESENCE

	Cell-List
	9.3.5.1
	M


The RESET Request is used by the CBC to force one or more cells of one BSC/RNC into CB-idle state.

The RESET Request may also be used by the CBC to request the CB operational state of cells earlier indicated to have failed (polling CB operational state).

If a BSC/RNC receives a RESET Indication, the indicated cells enter idle state (same state as after "power on"). All CB related information concerning earlier CB messages in a referenced cell is lost.

The BSC/RNC acknowledges the RESET Indication for each cell by a RESTART-INDICATION request or, if not adequate, by a FAILURE‑INDICATION request.

Several responses may be combined using a cell list in the RESTART or FAILURE INDICATION.

***** Next change *****
9.2.12
FAILURE-INDICATION Request/Indication

	PARAMETER
	REFERENCE
	PRESENCE

	Cell-List
	9.3.5.2
	M

	GSM only [Broadcast Message Type
	9.3.27
	O]


The FAILURE-INDICATION Request is used by the BSC/RNC to indicate to the CBC a CB related problem situation in one or more of its cells.

Any referenced cell enters CB-not-operational state. The status of the CBS messages is undefined until the Restart‑Indication is sent. It remains in not-operational state until a RESTART-INDICATION request (see subclause 9.1.10) indicates normal CB operation (again).

The CBC upon receiving a FAILURE-INDICATION, marks this cell as failed. It will generally not generate further WRITE‑REPLACE requests for this cell, up to the point when the CBC is informed by a RESTART indication, that the cell has resumed CB operation.

The BSC/RNC refuses further WRITE-REPLACE requests from the CBC with the cause "cell‑broadcast‑not‑operational" when any referenced cell is in the CB-not-operational state.

NOTE:
A FAILURE-INDICATION can be triggered by a RESET Request. This allows recovery from situations, where a PDU occasionally may be lost.

***** End of changes *****
