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	Reason for change:
	The UE can enter the GMM-REGISTERED.LIMITED-SERVICE state in cases of, e.g. upon receipt of RAU reject with #13/15/#25. To keep the state synchronization, normally the EMM state at the network will also be GMM-REGISTERED.

It was defined a paging for GPRS services using IMSI procedure used for error recovery in the network. The network may initiate paging using IMSI if the P-TMSI is not available due to a network failure. This will force the UE to perform a local detach with reattach immediately to recover the registration of the UE at the failed network.

Hence, for the UE in the GMM-REGISTERED.LIMITED-SERVICE state, it still can receive the paging for GPRS services with IMSI and should also respond this paging to recover the registration at the failed network.

Note that in the corresponding EMM.REGISTERED.LIMITED-SERVICE state in LTE, the UE is allowed to respond to the paging with IMSI, see TS 24.301 subclause 5.2.3.2.3:
 “5.2.3.2.3
LIMITED-SERVICE

The UE:

-
shall perform cell selection/reselection according to 3GPP TS 36.304 [21]; 

-
may respond to paging (with IMSI); and

-
may initiate attach for emergency bearer services.
”

	
	

	Summary of change:
	It proposes to allow the UE in the GMM-REGISTERED.LIMITED-SERVICE state to respond to the paging with IMSI.

	
	

	Consequences if not approved:
	In the case of error recovery in the network, the UE in the GMM-REGISTERED.LIMITED-SERVICE state cannot recover the registration at the network and hence the services are not available.
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* * * * First Change * * * *

4.2.5.1.6
Substate, LIMITED-SERVICE

The MS:

-
shall perform cell selection/reselection according to 3GPP TS 43.022 [82] and 3GPP TS 25.304 [98];

-
may respond to paging (with IMSI); and

-
may initiate GPRS attach for emergency bearer services (UTRAN Iu mode only).
* * * * End of Change * * * *
