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* * * First Change * * * 

6.4.10
Delivery-Outcome AVP

The Delivery-Outcome AVP (AVP code 3009) is of type Enumerated, and informs the SCS of the outcome of the device action request. The Delivery-Outcome AVP can be included in Device-Notification-Request command.

The following values are defined:

SUCCESS (0)


This value indicates that the device action request was successfully completed. The value SUCCESSFUL_TRANSFER specified in TS 29.337 [17], subclause 6.3.1 shall be mapped to this value.
EXPIRED (1)


This value indicates that the validity period expired before the trigger could be delivered. The value VALIDITY_TIME_EXPIRED specified in TS 29.337 [17], subclause 6.3.1 shall be mapped to this value. (Temporary error)

TEMPORARYERROR (2)


This value indicates that this trigger encountered a temporary network error.
UNDELIVERABLE (3)


This value indicates that this trigger encountered a delivery error and is deemed permanently undeliverable. The values ABSENT_SUBSCRIBER and UE_MEMORY_CAPACITY_EXCEEDED specified in TS 29.337 [17], subclause 6.3.1 shall be mapped to this value.
UNCONFIRMED (4)


This value indicates that the delivery of the device action request is not confirmed.
NOTE:
The Absent-Subscriber-Diagnostic-T4 AVP specified in TS 29.337 [17], subclause 6.3.2 is connected with the ABSENT_SUBSCRIBER value in the SM-Delivery-Outcome-T4 AVP. The Absent-Subscriber-Diagnostic-T4 AVP values will not be forwarded via the Tsp interface.
* * * End of Changes * * * 

