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	*** First Change ***


5.11A.5
ANDSF/VisitedNetworkPreference/PLMN
The PLMN leaf indicates a PLMN code of the operator, which created this policy.
-
Occurrence: One

-
Format: chr

-
Access Types: Get, Replace

-
Values: <PLMN>

The format of the PLMN is defined by 3GPP TS 23.003 [3].
When evaluating the PLMN leaf the following applies:

-
if the UE is roaming in a VPLMN and the value contained in this leaf is equal to that VPLMN (or an equivalent PLMN of that VPLMN), the VisitedNetworkPreference rule is valid;

-
if the UE is roaming in a VPLMN and the value contained in this leaf is not equal to that VPLMN nor an equivalent PLMN of that VPLMN, then the VisitedNetworkPreference rule is ignored.

	*** Next Change ***


5.11A.6
ANDSF/VisitedNetworkPreference/UpdatePolicy
The UpdatePolicy leaf indicates the update policy for the VisitedNetworkPreference.

-
Occurrence: ZeroOrOne

-
Format: bool

-
Access Types: Get, Replace
-
Values: 0, 1

0
Indicates that the UE is not required to request an update of the rules.

1
Indicates that the UE is required to request an update of the rules.

The UpdatePolicy value may be used by the UE to determine whether or not to request an update of its VisitedNetworkPreference when the rule is no longer considered to be valid by the UE.
The default value 0 applies if this leaf is not provisioned.
	*** End Change ***


