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	Reason for change:
	As described in TS 24.628, an AS may provide announcement to explain the reson for rejecting a communication request as common basic communication procedures. The specification does not clarify triggers invoking announcement because triggers differ depending on services e.g. HOLD, ACR, CB or receiving an indication from other IMS entity.

However, in current TS 24.628, triggers invoking announcement are not mentioned, and it can be read from a section title "Communication request rejected by AS" that an AS invokes procedures for announcement only when AS makes a desicion of rejecting communication request. 

	
	

	Summary of change:
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***** Start of change *****
4.2.1
General

Announcements may be sent during the establishment of a communication session, when rejecting a communication request, during an established communication session or during the release of a communication session.
NOTE:
An announcement can be triggered by various conditions such as other supplementary services or receiving an indication. However triggers by which the AS makes the decision to send an announcement is outside the scope of this specification.
***** Next change *****
4.2.4
Communication request rejected
A service may provide an announcement when a communication request is rejected e.g. in order to explain the reason for the rejection of the communication request in more detail.
If an announcement is provided the service shall:
-
use an Error-Info header field in the 3xx, 4xx, 5xx or 6xx response to the INVITE request; or

-
use early media for sending the announcement in‑band as described in annex G and using the P-Early-Media header field authorizing early media as defined in IETF RFC 5009 [12] for the gateway model and insert the Reason Header with the proper cause value; or

-
use early media for sending the announcement in‑band in an early dialog as described in annex D and using the P-Early-Media header field authorizing early media as defined in IETF RFC 5009 [12] and insert the Reason Header with the proper cause value; or

-
accept the communication request and use the established session for sending an in‑band announcement.
***** Next change *****
4.7.2.9.3
Providing announcements when communication request is rejected
The AS may use the Error-Info header field according to procedures specified by IETF RFC 3261 [4] in order to provide an announcement when the establishment of a communication session is rejected.

The AS may use the MRFC and MRFP to send an in‑band announcement using early media according to the rules and procedures of the IETF RFC 3261 [4], IETF RFC 3262 [5], IETF RFC 3960 [6] and IETF RFC 5009 [12].
***** End of changes *****
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