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* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	
	
	
	

	
	First part of entries removed for brevity
	
	

	
	
	
	

	
	
	
	

	

	900
	TMGI
	OctectString
	29.061 [13]

	901
	Required-MBMS-Bearer-Capabilities
	UTF8String
	

	902
	MBMS-StartStop-Indication
	Enumerated
	

	903
	MBMS-Service-Area
	OctectString
	

	904
	MBMS-Session-Duration
	Unsigned32
	

	905
	Alternative-APN
	UTF8String
	

	906
	MBMS-Service-Type
	Enumerated
	

	907
	MBMS-2G-3G-Indicator
	Enumerated
	

	908
	MBMS-Session-Identity
	OctetString
	

	909
	RAI
	UTF8String
	

	910
	Additional-MBMS-Trace-Info

	OctetString
	

	911
	MBMS-Time-To-Data-Transfer
	Unsigned32
	

	912
	MBMS-Session-Identity-Repetition-Number
	Unsigned32
	

	913
	MBMS-Required-QoS
	UTF8String
	

	914
	MBMS-Counting-Information
	Enumerated
	

	915
	MBMS-User-Data-Mode-Indication
	Enumerated
	

	916
	MBMS-GGSN-Address
	UTF8String
	

	917
	MBMS-GGSN-IPv6-Address
	UTF8String
	

	918
	MBMS-BMSC-SSM-IP-Address
	UTF8String
	

	919
	MBMS-BMSC-SSM-IPv6-Address
	UTF8String
	

	920
	MBMS-Flow-Identifier
	OctetString
	

	921
	CN-IP-Multicast-Distribution
	Enumerated
	

	922
	MBMS-HC-Indicator
	Enumerated
	

	923
	MBMS-Access-Indicator
	Enumerated
	

	924
	MBMS-GW-SSM-IP-Address
	OctetString
	

	925
	MBMS-GW-SSM-IPv6-Address
	OctetString
	

	926
	MBMS-BMSC-SSM-UDP-Port
	OctetString
	

	927
	MBMS-GW-UDP-Port
	OctetString
	

	928
	MBMS-GW-UDP-Port-Indicator
	Enumerated
	

	929
	MBMS-Data-Transfer-Start
	Unsigned64
	

	930
	MBMS-Data-Transfer-Stop
	Unsigned64
	

	931
	MBMS-Flags
	Unsigned32
	

	932
	Restart-Counter
	Unsigned32
	

	933
	Diagnostic-Info
	Unsigned32
	

	934
	MBMS-Cell-List
	OctetString
	

	Note: The AVP codes from 935 to 999 are reserved for TS 29.061

	
	
	
	

	
	
	
	

	
	Rest of entries removed for brevity
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