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	Reason for change:
	The functionality of a UE to network relay is introduced:
A UE may be allowed to act as a relay UE to the network and/or to access a network via a relay UE (added by TS 23.303 CR 0223). This is controlled by subscription in the HSS which needs to be downloaded to the ProSe Function.
The discovery Model B is introduced which allows the subscriber to ask: Who is  there and to reply to such a request. Both functionalities are also controlled by the HSS via subscription. 

Prose direct Discovery is enhanced by Restricted ProSe Direct Discovery:
-Open discovery is only  for  Model A;
-Restricted discovery is for Model A, Model A with application controlled extensions, with on demand announcing and Model B.


	
	

	Summary of change:
	Per Subscriber the following subscription are added:

-for UE-to-Network relay;
-for discovery type Model B (Discoverer and Discoveree);
-for one-to-one ProSe Direct Communication;
-Restricted ProSe Direct Discovery.

Clarify that the existing ProSe Direct Discovery subscription is for open ProSe Direct Discovery. 
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* * * first Change * * * *

6.3.3
ProSe-Permission
The ProSe-Permission AVP is of type Unsigned32 and it shall contain a bit mask that indicates the permissions for ProSe subscribed by the user. The meaning of the bits shall be as defined in table 6.3.3/1:
Table 6.3.3-1: ProSe-Permission
	Bit
	Name
	Description

	0
	ProSe Direct Discovery
	This bit, when set, indicates that the user is allowed to use open ProSe Direct Discovery.

	1
	EPC-level ProSe Discovery
	This bit, when set, indicates that the user is allowed to use EPC-level ProSe Discovery.

	2
	EPC support WLAN Direct Discovery and Communication
	This bit, when set, indicates that the user is allowed to use EPC support WLAN Direct Discovery and Communication.

	3
	one-to-many ProSe Direct Communication
	This bit, when set, indicates that the user is allowed to use one-to-many ProSe Direct Communication.

	4
	one-to-one ProSe Direct Communication
	This bit, when set, indicates that the user is allowed to use one-to-one ProSe Direct Communication.

	5
	UE-to-Network Relay
	This bit, when set, indicates that the user is allowed to act as a UE-to-Network relay.

	6
	Remote-UE-access 
	This bit, when set, indicates that the user is allowed to act as a Remote-UE.

	7
	Restricted ProSe Direct Discovery
	This bit, when set, indicates that the user is allowed to use restricted ProSe Direct Discovery.

	NOTE:
Bits not defined in this table shall be cleared by the HSS and discarded by the receiving ProSe Function.


* * * next Change * * * *

6.3.5
ProSe-Direct-Allowed
The ProSe-Direct-Allowed AVP is of type Unsigned32 and it shall contain a bit mask that indicates the services the UE is authorised to use for ProSe Direct functionalities in a specific PLMN. The meaning of the bits shall be as defined in table 6.3.5-1:
Table 6.3.5-1: ProSe-Direct-Allowed
	Bit
	Name
	Description

	0
	Announce
	This bit, when set, indicates that the user is allowed to announce in the corresponding PLMN for open ProSe Discovery.

	1
	Monitor
	This bit, when set, indicates that the user is allowed to monitor in the corresponding PLMN for open ProSe Discovery.

	2
	Communication
	This bit, when set, indicates that the user is allowed for ProSe direct one to many communication in the corresponding PLMN.

	3
	One-to-one Communication 
	This bit, when set, indicates that the user is allowed to perform one-to-one ProSe Direct Communication.

	4
	Discoverer
	This bit, when set, indicates that the user is allowed to perform discoverer operation in the corresponding PLMN for ProSe Discovery Model B.

	5
	Discoveree
	This bit, when set, indicates that the user is allowed to perform discoveree operation in the corresponding PLMN for ProSe Discovery Model B.

	6
	Restricted-announce
	This bit, when set, indicates that the user is allowed to announce in the corresponding PLMN for restricted ProSe Discovery.

	7
	Restricted-monitoring
	This bit, when set, indicates that the user is allowed to monitor in the corresponding PLMN for restricted ProSe Discovery.

	8
	Application-controlled extension
	This bit, when set, indicates that the user is allowed to announce or monitor with application-controlled extension in the corresponding PLMN for restricted ProSe Discovery

	9
	On-demand announcing
	This bit, when set, indicates that the user is allowed to perform on-demand announcing in the corresponding PLMN for restricted ProSe Discovery

	NOTE:
Bits not defined in this table shall be cleared by the HSS and discarded by the receiving ProSe Function.


* * * end of Change * * * *

