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* * * First Change * * * *

7.3.9
Identification Response

The old SGSN/MME shall send an Identification Response message to the new MME/SGSN as a response to a previous Identification Request message over S3/S10/S16 interface.

Table 7.3.9-1 specifies the presence requirements and conditions of the IEs in the message.
For Intra Domain Connection of RAN Nodes to Multiple CN Nodes, if an old SGSN within an SGSN pool receives an Identification Request message that contains the optional parameter Address for Control Plane, the old SGSN shall use this address as destination IP address of the Identification Response message.

Possible Cause values are specified in Table 8.4-1. Message specific cause values are:

· "P-TMSI Signature mismatch"

· "User authentication failed"

Only the Cause information element shall be included in the response if the Cause contains another value than "Request accepted".

Table 7.3.9-1: Information Elements in an Identification Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	IMSI
	C
	This IE shall be included over the S10/S3/S16 interface if the Cause contains the value "Request accepted".
	IMSI
	0

	MME/SGSN UE MM Context
	C
	This IE shall be included over the S10/S3/S16 interface if the integrity check or the P-TMSI signature check for the Attach Request succeeds. 
	MM Context
	0

	Trace Information
	CO
	This IE shall be included over the S10/S3/S16 interface when session trace is active for this IMSI/IMEI.
	Trace Information
	0

	UE Usage Type
	CO
	This IE shall be sent by the old MME/SGSN on the S3/S10/S16 interfaces if the old MME/SGSN supports the Dedicated Core Networks specified in TS 23.401 [3].
If the UE Usage Type is not available in the old MME/SGSN, the length field of this IE shall be set to 0.
See NOTE 1.
	Integer Number
	0

	Monitoring Event Information
	CO
	This IE shall be sent by the source MME/S4-SGSN on the S3/S10/S16 interfaces if monitoring events are to be continued in the target MME/S4-SGSN. 

More than one IE with this type and instance values may be included to represent multiple monitoring events.
	Monitoring Event Information
	0

	Private Extension
	O
	
	Private Extension
	VS

	NOTE 1:
A UE Usage Type IE with the length field equal to 0 is used for the receiver to differentiate the case where the sender does not support the Dedicated Core Network feature from the case where the sender supports the Dedicated Core Network feature but no UE Usage type was received in UE's subscription.


* * * End of Change * * * *

