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	Reason for change:
	Response handling as defined in 31.115, in case of a PoR using SMS-DELIVER-REPORT and if the Response Packet is too large to be contained in a single SMS-DELIVER-REPORT is missed.

31.115 specifies following implemenation for SMS-PP:
If it is indicated in the SPI2 of a Command Packet to send back a PoR using SMS-DELIVER-REPORT and if the Response Packet is too large to be contained in a single SMS-DELIVER-REPORT – TP element, then:

-
One single Response Packet shall be sent back to the SE using SMS-DELIVER-REPORT. This Response Packet:

-
Shall not contain any additional response data.

-
Shall contain the Response Status Code set to "Actual response data to be sent using SMS-SUBMIT".

-
The security applied to this Response Packet shall follow the coding and rules as defined in ETSI TS 102 225 [9].

-
This shall be followed by a complete Response Packet, contained in one SMS-SUBMIT element or in a concatenated Short Message composed of several SMS-SUBMIT elements.
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	Summary of change:
	For SMS_PP in case of a SMS-DELIVER-REPORT if the post response is too large to be contained in a SMS-DELIVER-REPORT the (U)SAT Framework shall issue Response Packets as defined in TS 31.115
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6.5
Envelope response handling

For the events defined in  the present document, the following rules apply:

A Toolkit Applet can post a response by using the post() method or the postAsBERTLV() method defined in ETSI TS 102 241 [2]. The (U)SAT Framework shall return the Status Word as defined in TS 31.111 [7] and in TS 51.014 [8] depending on the current NAA.
Case of EVENT_MO_SHORT_MESSAGE_CONTROL_BY_NAA:

-
The rules defined for EVENT_CALL_CONTROL_BY_NAA in ETSI TS 102 241 [2] apply.
Case of EVENT_UNFORMATTED_SMS_PP_ENV:

-
See ETSI TS 102 241 [2].
Case of EVENT_FORMATTED_SMS_PP_ENV:
-
When the post() or the postAsBERTLV() method is invoked, the (U)SAT Framework shall, according to bit 6 of the second octet of the SPI defined in TS 31.115 [9], build a SMS-DELIVER-REPORT or a SMS-SUBMIT. 

In case of a SMS-DELIVER-REPORT and if the post response is too large to be contained in a SMS-DELIVER-REPORT, the (U)SAT Framework shall issue Response Packets as defined in TS 31.115 [9].

In case of a SMS-DELIVER-REPORT, the (U)SAT Framework shall return the Status Word for RP-ACK or RP-ERROR as defined in TS 31.111 [7] and in TS 51.014 [8] depending on the current NAA.

In case of SMS-SUBMIT the boolean value method parameter shall be ignored by the (U)SAT Framework. If the SMS-SUBMIT is to be used, the (U)SAT Framework shall build and issue a Send Short Message proactive command as defined in TS 31.111 [7] and in TS 51.014 [8] depending on the current NAA .

Case of EVENT_FORMATTED_USSD:
· When the post() or the postAsBERTLV() method is invoked, the (U)SAT Framework shall build a USSD String to be sent back in the Return Result Component contained in the subsequent Facility message. In that case the (U)SAT Framework shall return the Status Word as defined in TS 31.111 [7].

Case of EVENT_UNFORMATTED_USSD:

-
See ETSI TS 102 241 [2].
