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	Feature / Item:
	Extended DRX cycle for power consumption optimization

	Affects:
	UE/MS:

X
	CN: X
	GERAN:


	UTRAN:


	E-UTRAN:



	Expected Completion Date:
	March 2016 (CT plenary #71)

	Service(s) impacted:
	Delay tolerant data services

	Specification(s) affected:
	23.040 Technical realization of the Short Message Service (SMS) (possibly affected)
29.118 Mobility Management Entity (MME) – Visitor Location Register (VLR) SGs interface specification (possibly affected)
24.301 NAS protocol for EPS; Stage 3
24.008 Mobile radio interface Layer 3 specification; Core network protocols; Stage 3

	Task(s) within work which are not complete:
	Determine the necessity to add new functionality for delivery of MT SMS over SGs for UEs in eDRX.
Specify the handling of eDRX when the UE has an established emergency PDN connection

	Consequences if not included in Release 13:
	Introduction of eDRX feature in the network will lead to unnecessary increase in network signalling load and higher risk of short message delivery failure
Operators will not be able to assess the impact of the eDRX feature on their network.

Emergency calls may not be handled properly


Abstract of document:
As MT SMS over SGs can be used in conjunction with eDRX, further work is needed to determine the necessity to add new functionality for delivery of MT SMS over SGs interface for UEs in eDRX. This includes aligning with the solutions for MT SMS delivery via PS domain already specified in CT4 as part of the eDRX-CT WI. 

It would also be necessary to specify the handling of eDRX when the UE has an established emergency PDN connection
Contentious Issues:
None.

