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* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 


(… text skipped …)

	500
	Abort-Cause
	Enumerated
	29.209 [8],
29.211 [17] ,

29.214 [18]

	501
	Access-Network-Charging-Address
	Address
	

	502
	Access-Network-Charging-Identifier
	Grouped
	

	503
	Access-Network-Charging-Identifier-Value
	OctetString
	

	504
	AF-Application-Identifier
	OctetString
	

	505
	AF-Charging-Identifier
	OctetString
	

	506
	Authorization-Token
	OctetString
	

	507
	Flow-Description
	IPFilterRule
	

	508
	Flow-Grouping
	Grouped
	

	509
	Flow-Number
	Unsigned32
	

	510
	Flows
	Grouped
	

	511
	Flow-Status
	Enumerated
	

	512
	Flow-Usage
	Enumerated
	

	513
	Specific-Action
	Enumerated
	

	514
	Max-Requested-Bandwidth
	Unsigned32
	

	515
	Max-Requested-Bandwidth-DL
	Unsigned32
	

	516
	Max-Requested-Bandwidth-UL
	Unsigned32
	

	517
	Media-Component-Description
	Grouped
	

	518
	Media-Component-Number
	Unsigned32
	

	519
	Media-Sub-Component AVP
	Grouped
	

	520
	Media-Type
	Enumerated
	

	521
	RR-Bandwidth
	Unsigned32
	

	522
	RS-Bandwidth
	Unsigned32
	

	523
	SIP-Forking-Indication
	Enumerated
	

	524
	Codec-Data
	OctetString
	

	525
	Service-URN
	OctetString
	

	526
	Acceptable-Service-Info
	Grouped
	

	527
	Service-Info-Status
	Enumerated
	

	528
	MPS-Identifier
	OctetString
	

	529
	AF-Signalling-Protocol
	Enumerated
	

	530
	Sponsored-Connectivity-Data
	Grouped
	

	531
	Sponsor-Identity
	OctetString
	

	532
	Application-Service-Provider-Identity
	OctetString
	

	533
	Rx-Request-Type
	Enumerated
	

	534
	Min-Requested-Bandwidth-DL
	Unsigned32
	

	535
	Min-Requested-Bandwidth-UL
	Unsigned32
	

	536
	Required-Access-Info
	Enumerated
	

	537
	IP-Domain-Id
	OctetString
	

	538
	GCS-Identifier
	OctetString
	

	539
	Sharing-Key-DL
	Unsigned32
	

	540
	Sharing-Key-UL
	Unsigned32
	

	541
	Retry-Interval
	Unsigned32
	

	542
	Sponsoring-Action
	Enumerated
	

	543
	Max-Supported-Bandwidth-DL
	Unsigned32
	

	544
	Max-Supported-Bandwidth-UL
	Unsigned32
	

	545
	Min-Desired-Bandwidth-DL
	Unsigned32
	

	546
	Min-Desired-Bandwidth-UL
	Unsigned32
	

	Note: The AVP codes from 547 to 599 are reserved for TS 29.209, TS 29.211 and TS 29.214


* * * Next Change * * * *
8.1.3
Transient Failures

The Transient Failure result codes shall use the values from 4001 to 4999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Transient Failure result codes are presented in the following table.

Table 8.1.3: 3GPP specific Transient Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	4100
	DIAMETER_USER_DATA_NOT_AVAILABLE
	29.329 [4]

	4101
	DIAMETER_PRIOR_UPDATE_IN_PROGRESS
	

	Note: The Experimental Result Codes from 4102 to 4120 are reserved for the TS 29.329.

	4121
	DIAMETER_ERROR_OUT_OF_RESOURCES
	29.061 [13]

	Note: The Experimental Result Codes from 4122 to 4140 are reserved for the TS 29.061.

	4141
	DIAMETER_PCC_BEARER_EVENT
	29.212 [19]

	4142
	DIAMETER_BEARER_EVENT
	

	4143
	DIAMETER_AN_GW_FAILED
	

	4144
	DIAMETER_PENDING_TRANSACTION
	

	Note: The Experimental Result Codes from 4145 to 4160 are reserved for the TS 29.212

	
	
	32.299 [5]

	Note: The Experimental Result Codes from 4161 to 4180 are reserved for the TS 32.299.

	4181
	DIAMETER_AUTHENTICATION_DATA_UNAVAILABLE
	29.272 [21]

	4182
	DIAMETER_ERROR_CAMEL_SUBSCRIPTION_PRESENT
	

	Note: The Experimental Result Codes from 4182 to 4200 are reserved for the TS 29.272.

	4201
	DIAMETER_ERROR_ABSENT_USER
	29.173 [25]

	Note: The Experimental Result Codes from 4202 to 4220 are reserved for the TS 29.173.

	4221
	DIAMETER_ERROR_UNREACHABLE_USER
	29.172 [24]

	4222
	DIAMETER_ERROR_SUSPENDED_USER
	

	4223
	DIAMETER_ERROR_DETACHED_USER
	

	4224
	DIAMETER_ERROR_POSITIONING_DENIED
	

	4225
	DIAMETER_ERROR_POSITIONING_FAILED
	

	4226
	DIAMETER_ERROR_UNKNOWN_UNREACHABLE LCS_CLIENT
	

	Note: The Experimental Result Codes from 4227 to 4240 are reserved for the TS 29.172.

	4241
	DIAMETER_ERROR_NO_AVAILABLE_POLICY_COUNTERS
	29.219 [26]

	Note: The Experimental Result Codes from 4242 to 4260 are reserved for the TS 29.219.

	4261
	REQUESTED_SERVICE_TEMPORARILY_NOT_AUTHORIZED
	29.214 [18]

	Note: The Experimental Result Codes from 4262 to 4280 are reserved for the TS 29.214.


* * * End of Changes * * * *

