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	Reason for change:
	In subclause 10A.2.12.2, the remote UE verifies the ProSe layer criteria twice. The first time is implicitly mentioned in the red text. The UE needs to verify the ProSe layer criteria when performing the monitoring procedure or discoverer procedure. The second time is shown as the yellow highlight text description. 
The remote UE shall trigger the UE-to-network relay selection procedure if the following conditions are met:

-
the UE is authorised to act as a remote UE towards a ProSe UE-to-network relay UE as specified in clause 5;

-
the UE has completed the monitoring procedure for UE-to-network relay discovery as specified in subclause 10A.2.3 or the discoverer procedure for UE-to-network relay discovery as specified in subclause 10A.2.4; and

-
the UE has obtained a list of ProSe UE-to-network relay UE candidate(s) fulfilling lower layers criteria as specified in 3GPP TS 36.331 [12].

To conduct UE-to-network relay selection, the UE shall check the PC5_DISCOVERY message for UE-to-Network Relay Discovery Announcement or PC5_DISCOVERY message for UE-to-Network Relay Discovery Response received from each of the candidate relays in the list and verify if the following conditions are satisfied:

-
the Relay Service Code parameter of the PC5_DISCOVERY message is the same as the Relay Service Code parameter provisioned, as described in subclause 5.1.3, for the connectivity service to be used; and

-
the User Info ID of the ProSe UE-to-network relay UE to be used for connectivity service is not provisioned, or the User Info ID is provisioned and is the same as the Announcer Info or Discoverer Info parameter of the PC5_DISCOVERY message.
So it is proposed to remove the yellow highlight part and update the red text to ensure at least one desirable relay has been discovered.

	
	

	Summary of change:
	Remove the duplicated ProSe layer criteria check in subclause 10A.2.12.2.

	
	

	Consequences if not approved:
	The UE shall perform the ProSe layer criteria check twice in the relay selection procedure. It will cause unnecessary complexity during the implementation.
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***** Start of change *****
10A.2.12.2
UE-to-network relay selection procedure initiation

The remote UE shall trigger the UE-to-network relay selection procedure if the following conditions are met:

-
the UE is authorised to act as a remote UE towards a ProSe UE-to-network relay UE as specified in clause 5;

-
the UE has obtained a list of ProSe UE-to-network relay UE candidate(s) fulfilling ProSe layer criteria with the monitoring procedure for UE-to-network relay discovery as specified in subclause 10A.2.3 or the discoverer procedure for UE-to-network relay discovery as specified in subclause 10A.2.4; and

-
the UE has obtained a list of ProSe UE-to-network relay UE candidate(s) fulfilling lower layers criteria as specified in 3GPP TS 36.331 [12].




***** End of change *****
