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3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP".

[3]
3GPP TS 24.008: "Mobile radio interface layer 3 specification; Core Network protocols; Stage 3".

[4]
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3GPP TS 23.292: "IP Multimedia Subsystem (IMS) Centralized Services; Stage 2".

[6]
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[8]
3GPP TS 23.018: "Basic call handling; Technical realization".

[9]
3GPP TS 22.003: "Circuit Teleservices supported by a Public Land Mobile Network (PLMN)".

[10]
3GPP TS 23.003: "Numbering, addressing and identification".

[11]
3GPP TS 29.232: "Media Gateway Controller (MGC) – Media Gateway (MGW) interface; Stage 3".

[12]
3GPP TS 24.081: "Line Identification Supplementary Services – Stage 3".

[13]
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3GPP TS 24.608: "Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[15]
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[16]
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[17]
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3GPP TS 24.082: "Call Forwarding (CF) supplementary services; Stage 3".

[25]
3GPP TS 24.072: "Call Deflection (CD) Supplementary Service; Stage 3".

[26]
3GPP TS 24.083: "Call Waiting (CS) and Call Hold (HOLD) supplementary services; Stage 3".

[27]
3GPP TS 24.610: "Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[28]
3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".

[29]
3GPP TS 24.080: "Mobile radio interface layer 3 supplementary services specification; Formats and coding".

[30]
3GPP TS 24.088: "Call Barring (CB) Supplementary Service – Stage 3".

[31]
3GPP TS 24.611: "Anonymous Communication Rejection (ACR) and Communication Barring (CB); using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[32]
3GPP TS 24.091: "Explicit Call Transfer (ECT) supplementary service; Stage 3".

[33]
3GPP TS 24.629: "Explicit Communication Transfer (ECT) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[34]
3GPP TS 24.084: "Multi Party (MPTY) supplementary service – Stage 3".

[35]
3GPP TS 24.605: "Conference (CONF) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[36]
3GPP TS 24.147: "Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3".

[37]
3GPP TS 23.009: "Handover procedures".

[38]
3GPP TS 48.103: "Base Station System – Media GateWay (BSS-MGW) interface; User Plane transport mechanism".

[39]
3GPP TS 23.205: "Bearer Independent switched core network; Stage 2".

[40]
3GPP TS 23.231: "SIP-I based circuit-switched core network; Stage 2".

[41]
3GPP TS 24.010: "Mobile radio interface layer 3 Supplementary services specification; General aspects".

[42]
3GPP TS 24.623: "Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services".

[43]
3GPP TS 24.607: "Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[44]
3GPP TS 24.615: "Communication Waiting (CW) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification".

[45]
IETF RFC 3326: "The Reason Header Field for the Session Initiation Protocol (SIP)".
[46]
3GPP TS 29.163: "Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks".

[47]
IETF RFC 5009: "Private Header (P-Header) Extension to the Session Initiation Protocol (SIP) for Authorization of Early Media".
[48]
IETF RFC 3168: "The Addition of Explicit Congestion Notification (ECN) to IP".

[49]
IETF RFC 6679: "Explicit Congestion Notification (ECN) for RTP over UDP". 
[50]
IETF RFC 3959: "The Early Session Disposition Type for the Session Initiation Protocol (SIP)".
[51]
3GPP TS 24.182: "IP Multimedia Subsystem (IMS) Customized Alerting Tones (CAT); Protocol specification".
[52]
3GPP TS 24.642: "Completion of Communications to Busy Subscriber (CCBS) and Completion of Communications by No Reply (CCNR) using IP Multimedia (IM) Core Network (CN) subsystem".

[53]
3GPP TS 24.093: "Completion of Calls to Busy Subscriber (CCBS); Stage 3".
[54]
3GPP TS 22.153: "Multimedia Priority Service".
[55]
IETF RFC 4458: "Session Initiation Protocol (SIP) URIs for Applications such as Voicemail and Interactive Voice Response (IVR)".
[56]
3GPP TS 32.260: "Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging".
[57]
IETF RFC 3262: "Reliability of provisional responses in Session Initiation Protocol (SIP)".

[58]
IETF RFC 3312: "Integration of Resource Management and Session Initiation Protocol (SIP)".

[59]
IETF RFC 4032: "Update to the Session Initiation Protocol (SIP) Preconditions Framework".
[60]
IETF RFC 5245: "Interactive Connectivity Establishment (ICE): A Protocol for Network Address Translator (NAT) Traversal for Offer/Answer Protocols".
[61]
3GPP TS 26.441: "Codec for Enhanced Voice Services (EVS); General Overview".

[62]
3GPP TS 26.445: "Codec for Enhanced Voice Services (EVS); Detailed Algorithmic Description".

[63]
IETF RFC 5939:"Session Description Protocol (SDP) Capability Negotiation".
[64]
3GPP TS 23.333:" Multimedia Resource Function Controller (MRFC) - Multimedia Resource Function Processor (MRFP) Mp interface: Procedures Descriptions".
2ndChange

5.4.4
Receipt of CALL CONFIRMED

Upon receipt of a CALL CONFIRMED message:

-
if a bearer capabilities 1 information element is present and indicates a teleservice other than 11 as described in 3GPP TS 22.003 [9], the MSC Server shall initiate call clearing procedures using a cause value of 58 (bearer capability not presently available);

-
if a bearer capabilities 1 information element is present and includes a CTM text telephony indication set to "CTM text telephony is supported", the default behaviour of the MSC Server shall be to continue with call setup but not to provide user plane interworking between CTM and real-time-text at the CS-MGW.

NOTE:
Conversion between CTM as described in 3GPP TS 26.226 [22] and real-time-text as described in 3GPP TS 26.114 [28] may be provided as an implementation option if the SDP offer included the payload type for real-time-text. Such conversion is outside the scope of the present document.
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