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* * * 1st Change * * * *
5.3.1
Subsession-Decision-Info

The Subsession-Decision-Info AVP (AVP code 2204) is of type Grouped, and it is used to manage PCC/QoS rules and event information within an S9 subsession from the H-PCRF to the V-PCRF.

The information contained within this grouped AVP pertains only to the subsession identified by the Subsession-Id AVP.

The Session-Release-Cause AVP is only applicable when the Subsession-Decision-Info AVP is provided in a RAR.

The Result-Code AVP and Experimental-Result-Code AVP are only applicable when the Subsession-Decision-Info AVP is provided in a CCA. The Result-Code AVP or Experimental-Result-Code AVP may be provided to inform the V-PCRF of possible errors when processing subsession information that was provided in a corresponding CCR command.

AVP Format:

Subsession-Decision-Info ::= < AVP Header: 2200 >

                             { Subsession-Id }

                          0*2[ AN-GW-Address ]

                             [ Result-Code ]

                             [ Experimental-Result-Code ]
                            *[ Charging-Rule-Remove ]

                            *[ Charging-Rule-Install ]

                             [ Event-Report-Indication ]

                            *[ QoS-Rule-Install ]

                            *[ QoS-Rule-Remove ]
                             [ Default-EPS-Bearer-QoS ]

                             [ Framed-Ipv6-Prefix ]
                            *[ Usage-Monitoring-Information ]
                             [ Session-Release-Cause ]
                             [ Bearer-Control-Mode ]
                            *[ Event-Trigger ]
                             [ Revalidation-Time ]
                             [ Default-Access ]
                             [ NBIFOM-Support ]
                             [ NBIFOM-Mode ]
                             [ RAN-Rule-Support ]
                            *[ Routing-Rule-Report]
                             [ Removal-Of-Access ]
                             [ IP-CAN-Type ]
                             [ Online ]

                             [ Offline ]

                            *[ QoS-Information ]

                            *[ AVP ]

* * * End of Change * * * *
