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	23.007
	0337
	3
	Rel-13
	MME handling of GTP Error Indication and MO-Data-Answer (failure)
	B
	13.4.0
	C4-163049
	Nokia, Alcatel-Lucent Shanghai Bell, Huawei
	CIoT-CT
	21.12, 30.1.1
	

	23.008
	0490
	2
	Rel-13
	NIDD authorisation update
	B
	13.4.0
	C4-162266
	Huawei
	CIoT
	2.1.1.1, 2.1.2, 2.1.10, 2.13.6, 5.10
	

	23.008
	0491
	1
	Rel-13
	Add S11-U MME F-TEID and S11-U SGW F-TEID into TS23.008
	B
	13.4.0
	C4-162217
	Huawei
	CIoT-CT
	2.13.47, 2.13.49, 2.23.x, 2.23.y, 5.2A, 5.10
	

	23.008
	0492
	1
	Rel-13
	PDN type Storage
	F
	13.4.0
	C4-162218
	Huawei
	CIoT-CT, TEI13
	2.13.X (new), 5.2A
	

	23.008
	0498
	2
	Rel-13
	Address editor's note on ROHC config and security context for small data over control plane
	B
	13.4.0
	C4-163237
	Cisco Systems Inc
	CIoT-CT
	0.1, 2.23.1, 2.23.2 and 5.10
	

	23.008
	0499
	1
	Rel-13
	Serving PLMN rate control
	B
	13.4.0
	C4-163238
	Huawei
	CIoT-CT
	0.1, 2.23.x (new), 5.10
	23.401-2999.

	23.008
	0500
	1
	Rel-13
	APN Rate Control
	B
	13.4.0
	C4-163239
	Huawei
	CIoT-CT
	0.1, 2.23.y (new), 5.10
	23.401-2999

	23.008
	0501
	2
	Rel-13
	Not Reachable for NIDD flag
	B
	13.4.0
	C4-163292
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	0.1, 2.23.x (new), 5.10
	29.128-0014

	29.128
	0003
	-
	Rel-13
	Assignment of command codes for CIoT
	B
	13.0.0
	C4-162037
	Huawei
	CIoT-CT
	6.2.2, 6.2.7, 6.2.8, 6.2.9, 6.2.10, 6.2.11, 6.2.12
	

	29.128
	0005
	4
	Rel-13
	Signaling the change of MME to the SCEF for a T6a connection used for SCEF PDN
	B
	13.0.0
	C4-163275
	Cisco Systems Inc
	CIoT-CT
	5.7.1, 5.7.2, 5.7.3 and 6.4.18
	

	29.128
	0006
	4
	Rel-13
	Procedures updates and new AVPs over T6a for CIoT
	B
	13.0.0
	C4-163154
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	2, 5.5.1, 5.5.3, 5.5.4, 5.6.1, 5.6.2, 5.6.3, 5.6.4, 5.7.1, 5.7.2, 5.7.3, 5.7.4, 6.2.7, 6.2.8, 6.3.3.6, 6.3.3.8, 6.4.1, 6.4.17, new 6.4.X.
	

	29.128
	0007
	5
	Rel-13
	Connection Action check for CMR
	B
	13.0.0
	C4-163284
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	5.7.3
	

	29.128
	0009
	4
	Rel-13
	Routing considerations for CIoT
	B
	13.0.0
	C4-162277
	Nokia
	CIoT-CT, MONTE-CT
	2, 6.1.6, 6.2.11
	29.336-0055

	29.128
	0012
	2
	Rel-13
	Serving PLMN Rate Control
	B
	13.0.0
	C4-163287
	Huawei
	CIoT-CT
	2, 5.7.1, 5.7.1, 5.7.2, 5.7.3, 6.2.7, 6.4.1, 6.4.xx (new), 6.4.x1 (new), 6.4.x2 (new)
	23.401-2999

	29.128
	0013
	2
	Rel-13
	CIoT support in introduction section
	F
	13.0.0
	C4-163277
	Huawei
	CIoT-CT
	4.1
	

	29.128
	0014
	2
	Rel-13
	MT Non-IP Data Delivery for UEs using a power saving function
	B
	13.0.0
	C4-163274
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	2, 5.6, 5.7, 6.2, 6.3, 6.4
	23.682-0171, 29.128-0005

	29.128
	0015
	2
	Rel-13
	Accept T6 Connection Establishment
	B
	13.0.0
	C4-163276
	ZTE
	CIoT-CT
	5.7.3
	

	29.128
	0016
	4
	Rel-13
	Support for APN Rate Control
	B
	13.0.0
	C4-163289
	ZTE, Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	2, 5.7, 5.7.1, 5.7.2, 5.7.3, 5.x(new), 6.2.7, 6.2.8, 6.3.3.6, 6.3.3.7, 6.3.3.8, 6.4.1, 6.4.x0(new)
	23.401-2999, 23.682-0172, 24.008-2415

	29.128
	0017
	1
	Rel-13
	Charging Characteristics
	B
	13.0.0
	C4-163231
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	2, 5.7.1, 6.2.7, 6.4.1
	32.298-0588



	29.128
	0018
	2
	Rel-13
	Corrections in section 5.6.3 of "Detailed Behaviour of the MME"
	F
	13.0.0
	C4-163290
	Huawei
	CioT-CT
	5.6.3
	

	29.230
	0522
	1
	Rel-13
	NIDD authorisation update
	F
	13.4.0
	C4-162229
	Huawei
	CIoT-CT
	8.1.4
	29.336-0050



	29.230
	0530
	-
	Rel-13
	IANA Command Code Registration
	B
	13.4.0
	C4-162061
	Ericsson
	CIoT-CT
	5.1
	

	29.230
	0531
	-
	Rel-14
	IANA Command Code Registration
	A
	14.0.0
	C4-162062
	Ericsson
	CIoT-CT
	5.1
	

	29.230
	0538
	1
	Rel-13
	CIoT new commands and Diameter  error
	B
	13.4.0
	C4-162233
	Nokia
	CIoT-CT
	5.1, 8.1.4
	

	29.230
	0541
	1
	Rel-14
	CIoT new commands and Diameter  error
	A
	14.0.0
	C4-162234
	Nokia
	CIoT-CT
	5.1, 8.1.4
	

	29.230
	0550
	-
	Rel-14
	NIDD authorisation update
	A
	13.4.0
	C4-162230
	Huawei
	CIoT-CT
	8.1.4
	29.336-0050



	29.230
	0551
	1
	Rel-13
	Serving PLMN Rate Control
	B
	13.4.0
	C4-163265
	Huawei
	CIoT-CT
	7.1
	29.128-0012



	29.230
	0554
	2
	Rel-13
	New AVP for APN Rate Control
	B
	13.4.0
	C4-163152
	ZTE
	CIoT-CT
	7.1
	29.128-0016



	29.230
	0560
	3
	Rel-14
	Serving PLMN Rate Control
	A
	14.0.0
	C4-163288
	Huawei
	CIoT-CT
	7.1
	29.128-0012



	29.230
	0563
	-
	Rel-13
	New AVP for APN Rate Control
	A
	14.0.0
	C4-163153
	ZTE
	CIoT-CT
	7.1
	29.128-0016



	29.272
	0636
	-
	Rel-13
	Update SMS Support for NB-IoT
	B
	13.5.1
	C4-162121
	ZTE
	CIoT-CT
	5.2.1.1.2
	

	29.274
	1706
	4
	Rel-13
	Handover for non-NB-IoT devices using CIoT optimisations
	B
	13.5.0
	C4-162282
	Nokia
	CIoT-CT
	7.3.1
	

	29.274
	1707
	1
	Rel-13
	S11-U bearers handling during the TAU procedure
	B
	13.5.0
	C4-162201
	Nokia
	CIoT-CT
	7.2.11.1, 7.2.18, 7.3.6
	

	29.274
	1708
	3
	Rel-13
	Transfer of Header Compression Configuration during inter-MME mobility
	B
	13.5.0
	C4-163272
	Nokia
	CIoT-CT
	2, 7.3.5, 7.3.6, 8.1, 8.125, 8.x (new)
	

	29.274
	1714
	2
	Rel-13
	Rejecting Context Request with RAT type change from/to NB-IoT
	B
	13.5.0
	C4-162247
	Cisco Systems Inc
	CIoT-CT
	7.3.5, 7.3.6 and 7.3.7
	

	29.274
	1715
	2
	Rel-13
	Addressing Editor's Note on SCEF PDN Connections IE in Context Response
	B
	13.5.0
	C4-162261
	Cisco Systems Inc
	CIoT-CT
	7.3.6 and 8.107
	29.272-0637



	29.274
	1719
	1
	Rel-13
	MME triggered PGW pause of charging
	B
	13.5.0
	C4-162215
	Huawei
	CIoT-CT
	7.2.21
	

	29.274
	1726
	1
	Rel-13
	Transfer of Header Compresson Configuration during inter-MME Handover
	B
	13.5.0
	C4-163167
	Nokia
	CIoT-CT
	7.3.1
	23.401-3022, 29.274-1708



	29.274
	1734
	3
	Rel-13
	Simultaneous support for CP and UP optimisation
	B
	13.5.0
	C4-163296
	Huawei, Verizon
	CIoT-CT
	7.2.21, 7.2.22, 7.2.7, 7.2.24
	23.401-2995



	29.274
	1737
	2
	Rel-13
	Extended Protocol Configuration Option and Support ePCO indication
	B
	13.5.0
	C4-163270
	Ericsson
	CIoT-CT, TEI13
	7.2.1, 7.2.2, 7.2.3, 7.2.4, 7.2.5, 7.2.7, 7.2.8, 7.2.9.1, 7.2.9.2, 7.2.10.1, 7.2.10.2, 7.2.15, 7.2.16, 7.3.1, 7.3.6, 8.1, 8.12, 8.xx
	24.008-2415



	29.274
	1738
	1
	Rel-13
	Selection of an EPC entity supporting CIoT
	B
	13.5.0
	C4-163160
	Ericsson, Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	4.2.1.2, 4.2.2.2, 7.2.1, 7.3.1, 8.83
	

	29.274
	1739
	2
	Rel-13
	GTPv2 Impact on Serving PLMN Rate Control
	B
	13.5.0
	C4-163258
	Ericsson
	CIoT-CT
	7.2.1, 7.2.7, 7.3.1, 7.3.6, 8.1, 8.12, 8.xx
	23.401-2999



	29.274
	1743
	3
	Rel-13
	Handling of Exception Reports in the Core Network
	F
	13.5.0
	C4-163260
	Huawei, Vodafone
	CIoT-CT
	7.2.7, 8.12
	23.401-3051



	29.275
	0333
	-
	Rel-13
	Addition of NB-IoT radio access type
	B
	13.4.0
	C4-162128
	Vodafone
	CIoT-CT
	Tables 5.1.1.1-2, 5.2.1.1-2, 5.4.1.1-2, 5.6.1.1-2
	

	29.281
	0078
	1
	Rel-13
	Handling of End Marker packets over S11-U by MME
	B
	13.1.0
	C4-163187
	Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	7.3.2
	

	29.303
	0089
	2
	Rel-13
	Clarification on the DNS impact for CIoT
	B
	13.3.0
	C4-163254
	Ericsson, Nokia, Alcatel-Lucent Shanghai Bell
	CIoT-CT
	5.9.1, 5.9.2
	

	29.336
	0050
	7
	Rel-13
	NIDD authorisation update
	B
	13.3.0
	4-1633236
	Huawei, ZTE
	CIOT-CT
	2, 7.2.3.2, 7.2.3.3, 8.2.8, 8.3.3.7, 8.4.1, 8.4.44, 8.4.45, 8.4.zz
	23.682-0169; 23.682-0174



	29.336
	0051
	-
	Rel-13
	IANA Command Code Registration
	B
	13.3.0
	C4-162063
	Ericsson
	CIoT-CT
	8.2.2, 8.2.7, 8.2.8
	

	29.336
	0052
	-
	Rel-13
	Type of SCEF-ID AVP
	F
	13.3.0
	C4-162064
	Ericsson
	CIoT-CT
	8.4.1, 8.4.5, 8.4.6
	


