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8.1.4
Permanent Failures

The Permanent Failure result codes shall use the values from 5001 to 5999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Permanent Failure result codes are presented in the following table.

Table 8.1.4: 3GPP specific Permanent Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS

	*************part of table not shown for clarity**************

	5590
	DIAMETER_ERROR_ORIGIN_ALUID_UNKNOWN
	29.343 [32]

	5591
	DIAMETER_ERROR_TARGET_ALUID_UNKNOWN
	

	5592
	DIAMETER_ERROR_PFID_UNKNOWN
	

	5593
	DIAMETER_ERROR_APP_REGISTER_REJECT
	

	5594
	DIAMETER_ERROR_PROSE_MAP_REQUEST_DISALLOWED
	

	5595
	DIAMETER_ERROR_MAP_REQUEST_REJECT
	

	5596
	DIAMETER_ERROR_REQUESTING_RPAUID_UNKNOWN 
	

	5597
	DIAMETER_ERROR_UNKNOWN_OR_INVALID_TARGET_SET
	

	5598
	DIAMETER_ERROR_MISSING_APPLICATION_DATA
	

	5599
	DIAMETER_ERROR_AUTHORIZATION_REJECT
	

	5600
	DIAMETER_ERROR_DISCOVERY_NOT_PERMITTED
	

	5601
	DIAMETER_ERROR_TARGET_RPAUID_UNKNOWN
	

	5602
	DIAMETER_ERROR_INVALID_APPLICATION_DATA
	

	Note: The Experimental Result Codes from 5603 to 5609 are reserved for the TS 29.343.

	*************part of table not shown for clarity*************


