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	Reason for change:
	TS 29.153 introduces a set of new AVP's.

Table 5.3.1.1: Ns specific Diameter AVPs   

AVP Flag rules (NOTE 1)

Attribute Name

AVP Code

Clause defined

Value Type (NOTE 2)

Must

May

Should not

Must not

May Encr.

Applicability
(NOTE 3)

Network-Congestion-Area-Report
4101
5.3.2
Grouped

M,V

P

Y

Ns-Request-Type
4102
5.3.3
Unsigned32
M,V
P
Y
NOTE 1:
The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see IETF RFC 3588 [3].

NOTE 2:
The value types are defined in IETF RFC 3588 [3].
NOTE 3:
AVPs marked with a supported feature are applicable as described in subclause 5.4.1. 
TS 29.154 introduces a set of new AVP's.

Table 5.3.1.1: Nt specific Diameter AVPs 
AVP Flag rules (Note 1)

Applicability 
Attribute Name

AVP Code

Clause defined

Value Type
(Note 2) 

Must

May

Should not

Must not

Network-Area-Info-List
4201
5.3.2

OctetString
M,V

P

Number-Of-UEs

4209
5.3.10

Unsigned32
M,V

P

Reference-Id
4202
5.3.3
OctetString
M,V
P
Transfer-Request-Type
4203
5.3.4

Unsigned32
M,V

P

Time-Window
4204
5.3.5
Grouped
M,V
P
Transfer-End-Time
4205
5.3.6

Time
M,V

P

Transfer-Policy

4207
5.3.8

Grouped
M,V

P

Transfer-Policy-Id

4208
5.3.9

Unsigned32
M,V

P

Transfer-Start-Time
4206
5.3.7

Time
M,V

P

NOTE 1:
The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see IETF RFC 3588 [3].
NOTE 2:
The value types are defined in IETF RFC 3588 [3].
These AVPs are not listed in 29.230.
See LS in C4-163178.

	
	

	Summary of change:
	New AVPs defined in TS 29.153 and TS 29.154 are added.
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	Other comments:
	


* * * First Change * * * * 
7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 


*************not shown for  clarity*********************
	4101
	Network-Congestion-Area-Report
	Grouped
	29.153 [37]

	4102
	Ns-Request-Type
	Unsigned32
	

	Note: The AVP codes 4100 and from 4103 to 4199 are reserved for TS 29.153.

	4201
	Network-Area-Info-List
	OctetString
	29.154 [38]

	4202
	Reference-Id
	OctetString
	

	4203
	Transfer-Request-Type
	Unsigned32
	

	4204
	Time-Window
	Grouped
	

	4205
	Transfer-End-Time
	Time
	

	4206
	Transfer-Start-Time
	Time
	

	4207
	Transfer-Policy
	Grouped
	

	4208
	Transfer-Policy-Id
	Unsigned32
	

	4209
	Number-Of-UEs
	Unsigned32
	

	Note: The AVP codes 4200 and from 4210 to 4299 are reserved for TS 29.154.


*************not shown for clarity*********************

* * * End of Change * * * * 
