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	Reason for change:
	Stage-2 specifications in 23.401 state the following:
The MME indicates the network behaviour it accepts in the Supported Network Behaviour information. The MME may indicate one or more of the following:

-
Whether Control Plane CIoT EPS optimisation is supported.

-
Whether User Plane CIoT EPS optimisation is supported.

-
Whether S1-U data transfer is supported.

-
Whether SMS transfer without Combined Attach is accepted.

-
Whether Attach without PDN Connectivity is supported.

-
Whether header compression for Control Plane CIoT EPS optimisation is supported.

The indication for network support for CP CIoT optimisation is independent from the indication for network support for UP CIoT optimisation. The current coding in 24.301 does not fulfill this requirement.
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***** Next change *****
9.9.3.0A
Additional update result

The purpose of the Additional update result information element is to provide additional information about the result of a combined attach procedure or a combined tracking area updating procedure.

The Additional update result information element is coded as shown in figure 9.9.3.0A.1 and table 9.9.3.0A.1.

The Additional update result is a type 1 information element.

	
	
	
	
	
	
	
	
	

	
	
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	

	Additional update result IEI
	ANB-UP-CIOT
	ANB-CP-CIOT
	Additional update result value
	Octet 1


Figure 9.9.3.0A.1: Additional update result information element

Table 9.9.3.0A.1: Additional update result information element
	Additional update result value (octet 1)

	

	Bits

	2
	1
	

	0
	0
	no additional information

	0
	1
	CS Fallback not preferred

	1
	0
	SMS only

	1
	1
	reserved

	

	Accepted Network Behavior CP CIOT (ANB-CP-CIOT) (octet 1)

	

	Bits

	3

	0
	control plane CIoT EPS optimization not accepted

	1
	control plane CIoT EPS optimization accepted

	

	Accepted Network Behavior UP CIOT (ANB-UP-CIOT) (octet 1)

	

	Bits

	4

	0
	user plane EPS optimization not accepted

	1
	user plane EPS optimization accepted

	

	

	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	


Editor’s note [WID CIOT-CT; CR#2372]: The procedures to be updated when both ANB-CP-CIOT and ANB-UP-CIOT are set to 1 are FFS.
***** No more changes *****
