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	Reason for change:
	Current TS 23.401 specifies interaction between extended idle-mode DRX and legacy DRX as below

TS 23.401 subclause 5.13a

If the UE does not receive the extended idle mode DRX parameters information element in the relevant accept message because the SGSN/MME rejected its request or because the request was received by SGSN/MME not supporting extended idle mode DRX, the UE shall apply its regular discontinuous reception as defined in clause 5.13.

However in the last meeting (CT1#96), an editor’s note regarding this issue was removed without any specific resolution of the issue (C1-161244). Without specific description when both eDRX and UE specific DRX were requested, there can be a misreading which result in wrong operation of discontinuous reception mechanisms. Therefore, the handling of DRX parameter and eDRX needs to be specifed.
Update to Revision 1

1. Cover sheet is updated
2. Redundant descriptions in procedure parts (5.5.1.2.4 and 5.5.3.2.4) are removed.

3. The condition for emergency case is added.

4. The condition of using DRX is simplified.

	
	

	Summary of change:
	Handling of eDRX and UE specific DRX is specified.

	
	

	Consequences if not approved:
	It is not clear for both network and UE that which discontinuous reception mechanism should be used.
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	Other comments:
	


***** First change *****
5.3.12
Extended idle-mode DRX cycle

The UE may request the use of extended idle-mode DRX cycle (eDRX) during an attach  or tracking area updating procedure by including the extended DRX parameters IE (see 3GPP TS 23.682 [11A] and 3GPP TS 23.401 [10]). The UE shall not request the use of eDRX during:

-
an attach for emergency bearer services procedure;

-
an attach procedure for initiating a PDN connection for emergency bearer services with attach type not set to "EPS emergency attach";

-
a tracking area updating procedure for initiating a PDN connection for emergency bearer services; or

-
a tracking area updating procedure when the UE has a PDN connection established for emergency bearer services.
The network accepts the request to use the eDRX by providing the extended DRX parameters IE when accepting the attach or the tracking area updating procedure. The UE shall use eDRX only if the network has provided the extended DRX parameters IE during the last attach or tracking area updating procedure. If the network did not accept the request to use eDRX, or if the UE has a PDN connection for emergency bearer services, the UE and the network shall use the stored UE specific DRX cycle, if any, instead of eDRX.
NOTE:
If the UE wants to keep using eDRX, the UE includes the extended DRX parameters IE in each attach or tracking area updating procedure.

***** End change *****
