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4.2.14
HomeNetworkPreference
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Figure 4.2.14: HomeNetworkPreference
***** Next change *****
5.11.24
ANDSF/HomeNetworkPreference/RanMobilitySetUsed
The RanMobilitySetUsed node acts as a placeholder for the LWA co-existance information, as specified in 3GPP TS 24.302 [3AA].
-
Occurrence: ZeroOrOne

-
Format: node

-
Access Types: Get, Replace
-
Values: N/A
5.11.25
ANDSF/HomeNetworkPreference/RanMobilitySetUsed/<X>
This interior node acts as a placeholder for one PLMN and one WLAN. The node is considered a match if all its configured non-empty leaves are a match. 
-
Occurrence: ZeroOrMore
-
Format: node

-
Access Types: Get, Replace
-
Values: N/A
5.11.26
ANDSF/HomeNetworkPreference/RanMobilitySetUsed/<X>/PLMN
The PLMN leaf indicates a PLMN. The leaf is considered a match if the UE is currently registered with this PLMN. 
-
Occurrence: ZeroOrOne
-
Format: chr
-
Access Types: Get, Replace
-
Values: <PLMN>.

The format of the PLMN is defined by 3GPP TS 23.003 [3].
5.11.27
ANDSF/HomeNetworkPreference/RanMobilitySetUsed/<X>/WLAN
The WLAN leaf indicates the SSID of a WLAN. The leaf is considered a match if the UE is currently connected to this WLAN. 
-
Occurrence: ZeroOrOne

-
Format: chr

-
Access Types: Get, Replace
-
Values: <SSID>
The format of the SSID is defined by IEEE Std 802.11™-2012 [26]. 
***** No more changes *****
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