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***** Next change *****
10.1.1.2.1.2
Client terminating procedures

Upon receipt of an initial SIP INVITE request, the MCPTT client shall follow the procedures for termination of multimedia sessions in the IM CN subsystem as specified in 3GPP TS 24.229 [4] with the clarifications below.

The MCPTT client:

1)
may reject the SIP INVITE request if either of the following conditions are met:

a)
MCPTT client does not have enough resources to handle the call; or

b)
any other reason outside the scope of this specification;

otherwise, continue with the rest of the steps.
2)
if the SIP INVITE request is rejected in step 1), shall respond toward participating MCPTT function either with appropriate reject code as specified in 3GPP TS 24.229 [4] and warning texts as specified in subclause 4.4.2 or with SIP 480 (Temporarily unavailable) response not including warning texts if the user is authorised to restrict the reason for failure and skip the rest of the steps of this subclause;
3)
shall check if a Resource-Priority header field is included in the incoming SIP INVITE request and may perform further actions outside the scope of this specification to act upon an included Resource-Priority header field as specified in 3GPP TS 24.229 [4];
Editor's Note: The values of Resource-Priority header field are FFS.

4)
may display to the MCPTT user the MCPTT ID of the inviting MCPTT user;

5)
shall perform the automatic commencement procedures specified in subclause 6.2.3.1.2 if the following conditions are met:
a)
SIP INVITE request contains an Answer-Mode header field with the value "Auto"; or

b)
SIP INVITE request does not contain an Answer-Mode header field and the policy for answering the call at the invited MCPTT client is to use automatic commencement mode; and

6)
shall perform the manual commencement procedures specified in subclause 6.2.3.2.2 if the following conditions are met:
a)
SIP INVITE request contains an Answer-Mode header field with the value "Manual"; or

b)
SIP INVITE request does not contain an Answer-Mode header field and the policy for answering the call at the invited MCPTT client is to use manual commencement mode.
***** End changes *****
