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FIRST CHANGE

6.3.13.2.1
General client (GC) procedures

In order to subscribe to a Configuration document, a GC shall send a SIP SUBSCRIBE request to the network according to procedures specified in OMA OMA-TS-XDM_Core-V2_1 [2] "Subscribing to Changes in the XDM Resources". In the SUBSCRIBE request, the GC:

a)
if direct subscription is used, shall set the Request URI to a SIP URI containing:

-
the XUI part of the XCAP URI pointing to the MCPTT configuration management document being subscribed to as defined in clause 7; and

-
an "auid" parameter set to the application unique ID for the configuration management document being subscribed to as defined in clause 7; and

b)
if subscription to multiple documents simultaneously using the subscription proxy function is used, shall set the Request URI to the URI from the "CMS" element in the MCPTT UE initial configuration management object as defined in subclause 8.2.44 of 3GPP TS 24.383 [4].

NOTE:
The body of the SIP SUBSCRIBE request contains a list of XCAP URIs pointing to the configuration management document(s) that the GC subscribes to as described in OMA OMA-TS-XDM_Core-V2_1 [2].

NEXT CHANGE

6.3.13.3
Configuration management server procedures

A CMS shall support handling a SIP SUBSCRIBE request from CMC and MCPTT Server according to procedures specified in OMA OMA-TS-XDM_Core-V2_1 [2] "Subscriptions to Changes in XDM Resources".

A CMS shall support handling a SIP SUBSCRIBE request conataining subscription to multiple documents simultaneously from CMC and MCPTT Server according to procedures specified in OMA OMA-TS-XDM_Core-V2_1 [2] "Procedures at the Subscription Proxy".

NEXT CHANGE

7.2.2.2
Application Unique ID

The AUID shall be set to "org.3gpp.mcptt.ue-init-config".

NEXT CHANGE

7.2.2.4
Default Document Namespace

The default document namespace used in expanding URIs shall be "urn:3gpp:ns:mcpttUEinitConfig:1.0" defined in subclause 7.2.2.3.
NEXT CHANGE

7.3.2.2
Application Unique ID

The AUID shall be set to "org.3gpp.mcptt.ue-config".

NEXT CHANGE

7.3.2.4
Default Document Namespace

The default document namespace used in expanding URIs shall be "urn:3gpp:ns:mcpttUEConfig:1.0" defined in subclause 7.3.2.3.
NEXT CHANGE

7.4.2.3
XML Schema

The User Profile Document shall be composed according to the following XML schema:

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema 


xmlns="urn:3gpp:mcptt:user-profile:1.0"


xmlns:xs="http://www.w3.org/2001/XMLSchema"


targetNamespace="urn:3gpp:mcptt:user-profile:1.0"


elementFormDefault="qualified" attributeFormDefault="unqualified">


<xs:import namespace="http://www.w3.org/XML/1998/namespace"


schemaLocation="http://www.w3.org/2001/xml.xsd"/>

<xs:element name="user-profile">


<xs:complexType>



<xs:choice minOccurs="1" maxOccurs="unbounded">




<xs:element name="ProfileName" type="ProfileNameType"/>




<xs:element name="Common" type="CommonType"/>




<xs:element name="OffNetwork" type="OffNetworkType"/>




<xs:element name="OnNetwork" type="OnNetworkType"/>




<xs:any namespace="##other" processContents="lax"/>



</xs:choice>



<xs:attribute name="XUI-URI" type="xs:anyURI" use="required"/>


<xs:attribute name="user-profile-index" type="xs:anyURI" use="required"/>


<xs:anyAttribute processContents="lax"/>


</xs:complexType>

</xs:element>
<xs:complexType name="ProfileNameType">


<xs:simpleContent>



<xs:extension base="xs:token">




<xs:attribute ref="xml:lang"/>



</xs:extension>


</xs:simpleContent>

</xs:complexType>

<xs:complexType name="CommonType">



<xs:choice minOccurs="1" maxOccurs="unbounded">



<xs:element name="UserAlias" type="UserAliasType"/>



<xs:element name="MCPTTUserID" type="EntryType"/>



<xs:element name="MaxAffililations" type="xs:nonNegativeInteger"/>



<xs:element name="PrivateCall" type="ListEntryType"/>



<xs:element name="MCPTT-group-call" type="MCPTTGroupCallType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:choice>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>

<xs:complexType name="UserAliasType">


<xs:choice minOccurs="0" maxOccurs="unbounded">



<xs:element name="alias-entry" type="AliasEntryType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:choice>


<xs:attributeGroup ref="IndexType"/>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>

<xs:complexType name="AliasEntryType">


<xs:simpleContent>



<xs:extension base="xs:token">




<xs:attributeGroup ref="IndexType"/>




<xs:attribute ref="xml:lang"/>



</xs:extension>


</xs:simpleContent>

</xs:complexType>

<xs:complexType name="ListEntryType">


<xs:choice minOccurs="0" maxOccurs="unbounded">



<xs:element name="entry" type="EntryType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:choice>


<xs:attribute ref="xml:lang"/>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>

<xs:complexType name="EntryType">


<xs:sequence>



<xs:element name="uri-entry" type="xs:anyURI"/>



<xs:element name="display-name" type="DisplayNameElementType" minOccurs="0" maxOccurs="1"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:sequence>


<xs:attributeGroup ref="IndexType"/>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>
<xs:complexType name="DisplayNameElementType">


<xs:simpleContent>



<xs:extension base="xs:string">




<xs:attribute ref="xml:lang"/>




<xs:anyAttribute processContents="lax"/>



</xs:extension>


</xs:simpleContent>

</xs:complexType>

<xs:complexType name="MCPTTGroupCallType">



<xs:choice minOccurs="0" maxOccurs="unbounded">



<xs:element name="MaxCalls" type="xs:positiveInteger"/>



<xs:element name="MaxTransmissions" type="xs:positiveInteger"/>



<xs:element name="EmergencyCall" type="EmergencyCallType"/>



<xs:element name="ImminentPerilCall" type="ImminentPerilCallType"/>



<xs:element name="EmergencyAlert" type="EmergencyAlertType"/>



<xs:element name="Priority" type="xs:nonNegativeInteger"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:choice>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>
<xs:complexType name="EmergencyCallType">


<xs:sequence>



<xs:element name="MCPTTGroupInitiation" type="EntryType"/>



<xs:element name="Recipient" type="ListEntryType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:sequence>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>

<xs:complexType name="ImminentPerilCallType">


<xs:sequence>



<xs:element name="MCPTTGroupInitiation" type="EntryType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:sequence>


<xs:attributeGroup ref="IndexType"/>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>
<xs:complexType name="EmergencyAlertType">


<xs:sequence>



<xs:element name="Recipient" type="ListEntryType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:sequence>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>

<xs:complexType name="OffNetworkType">


<xs:choice minOccurs="0" maxOccurs="unbounded">



<xs:element name="MCPTTGroupInfo" type="ListEntryType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:choice>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>

<xs:complexType name="OnNetworkType">


<xs:choice minOccurs="0" maxOccurs="unbounded">



<xs:element name="MCPTTGroupInfo" type="ListEntryType"/>



<xs:element name="UserInfoID" type="xs:anyURI"/>



<xs:element name="MaxAffililations" type="xs:nonNegativeInteger"/>



<xs:element name="ImplicitAffiliations" type="ListEntryType"/>



<xs:element name="PrivateCall" type="ListEntryType"/>



<xs:any namespace="##other" processContents="lax"/>


</xs:choice>


<xs:anyAttribute processContents="lax"/>

</xs:complexType>
<xs:attributeGroup name="IndexType">


<xs:attribute name="index" type="xs:token"/>

</xs:attributeGroup>

</xs:schema>
7.4.2.4
Default Namespace

The default namespace used in expanding URIs shall be "urn:3gpp:mcptt:user-profile:1.0" defined in subclause 7.4.2.3.

NEXT CHANGE

7.5.2.2
Application Unique ID

The AUID shall be set to "org.3gpp.mcptt.service-config".

NEXT CHANGE

7.5.2.4
Default Namespace

The default namespace used in expanding URIs shall be "urn:3gpp:ns:mcpttServiceConfig:1.0" defined in subclause 7.5.2.3.
END OF CHANGES
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