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***** Next change *****
5.1.1.3
UE-initiated PDN connection establishment over trusted WLAN using SCM

Upon request to setup a PDN connection with NBIFOM support over trusted WLAN using SCM, the UE shall initiate usage of single-connection mode procedure according to 3GPP TS 24.302 [5] subclause 6.4.2.6.2.
In the AT_TWAN_CONN_MODE attribute with the message type field set to SCM_REQUEST and included in the EAP-Response/AKA'-Challenge message of the usage of single-connection mode procedure:

a)
the UE shall set the CONNECTIVITY_TYPE item set to the PDN connection;

b)
the UE shall set the ATTACHMENT_TYPE item set to the initial attach; and

c)
the UE shall include the PROTOCOL_CONFIGURATION_OPTIONS item. In the PROTOCOL_CONFIGURATION_OPTIONS item, the UE shall include the NBIFOM request indicator and the NBIFOM mode parameter indicating the requested NBIFOM mode.

Upon receiving an EAP-Request/AKA'-Notification message:

a)
including the AT_NOTIFICATION attribute indicating success; and

b)
including the AT_TWAN_CONN_MODE attribute containing the message type field indicating SCM_RESPONSE; and

c)
in the item list field, including the PROTOCOL_CONFIGURATION_OPTIONS item containing the NBIFOM accepted indicator and the NBIFOM mode parameter as defined in 3GPP TS 24.008 [3];
then:

a)
the UE shall consider that NBIFOM applies to the PDN connection; and
b)
the UE shall consider the NBIFOM mode parameter included in the PROTOCOL_CONFIGURATION_OPTIONS item as the selected NBIFOM mode.
***** Next change *****
5.2.1.3
UE-initiated addition of trusted WLAN using SCM

If the NBIFOM applies to a PDN connection, then upon request to add trusted WLAN using SCM to the PDN connection, the UE shall initiate the usage of single-connection mode procedure according to 3GPP TS 24.302 [5] subclause 6.4.2.6.2.
In the AT_TWAN_CONN_MODE attribute with the message type field set to SCM_REQUEST and included in the EAP-Response/AKA'-Challenge message of the usage of single-connection mode procedure:

a)
the UE shall set the CONNECTIVITY_TYPE item set to the PDN connection;

b)
the UE shall set the APN item to the APN indicated when the PDN connection was setup in subclause 5.2.1;

c)
the UE shall set the ATTACHMENT_TYPE item set to the handover; and

d)
the UE shall include the PROTOCOL_CONFIGURATION_OPTIONS item. In the PROTOCOL_CONFIGURATION_OPTIONS item, the UE shall include the NBIFOM request indicator.

Upon receiving an EAP-Request/AKA'-Notification message:

a)
including the AT_NOTIFICATION attribute indicating success; and

b)
including the AT_TWAN_CONN_MODE attribute:

1)
containing the message type field indicating SCM_RESPONSE;
2)
in the item list field, containing the PROTOCOL_CONFIGURATION_OPTIONS item including the NBIFOM accepted indicator as defined in 3GPP TS 24.008 [3]:

the UE shall consider that the trusted WLAN using SCM is added to the PDN connection.

