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	Reason for change:
	1) C1-161984 (agreed at CT1#97, Ljubljana) and C1-163148 (agreed at CT1#98) when implemented shows up a disjointed requirement text, in that the requirement in C1-161984 on use of DRX parameters should there be no eDRX parameters is placed before new requirements on eDRX handling introduced by C1-163148. This misplacement brings a disjointed read and thus raises doubts and confusion for implementation.

i.e. The text "If the network did not accept the request to use eDRX, or if the UE has a PDN connection for emergency bearer services, the UE and the network shall use the stored UE specific DRX cycle, if any, instead of eDRX." introduced by C1-161984 and placed before the NOTE, should need to be placed after the (last) paragraph introduced by C1-163148.

In addition, it should be remebered that the UE does not have a "stored UE specific DRX cycle". Rather the UE has stored DRX parameters which allows the UE to perform some DRX cycle – much like the way it is worded in 24.008 for this corresponding requirement..
2) there is a repeated requirement/text on not using eDRX parameters when mobile is in emergency session or has a PDN connection for emergency bearer services, i.e

The UE shall use eDRX only if the network has provided the extended DRX parameters IE during the last attach or tracking area updating procedure and the UE does not have a PDN connection for emergency bearer services.
and 

While the UE has a PDN connection for emergency bearer services established, the UE shall not use eDRX.
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	Other comments:
	


* * * 1st change * * * 
5.3.12
Extended idle-mode DRX cycle

The UE may request the use of extended idle-mode DRX cycle (eDRX) during an attach or tracking area updating procedure by including the extended DRX parameters IE (see 3GPP TS 23.682 [11A] and 3GPP TS 23.401 [10]). The UE shall not request the use of eDRX during:

-
an attach for emergency bearer services procedure; or

-
a tracking area updating procedure for the UE attached for emergency bearer services.

The UE and the network may negotiate eDRX parameters during a tracking area updating procedure when the UE has a PDN connection for emergency bearer services.
The network accepts the request to use the eDRX by providing the extended DRX parameters IE when accepting the attach or the tracking area updating procedure. The UE shall use eDRX only if the network has provided the extended DRX parameters IE during the last attach or tracking area updating procedure and the UE does not have a PDN connection for emergency bearer services. 
NOTE:
If the UE wants to keep using eDRX, the UE includes the extended DRX parameters IE in each attach or tracking area updating procedure.

If the network has provided the extended DRX parameters IE during the last attach or tracking area updating procedure, upon successful completion of the PDN disconnect procedure of the PDN connetion for emergency bearer services or EPS bearer context deactivation procedure of the EPS bearer context for emergency, the UE and the network shall resume eDRX. If the UE or the network locally releases the PDN connection for emergency bearer service, the UE or the network shall not use eDRX until the UE receives eDRX parameters during a tracking area updating procedure with EPS bearer context synchronization or upon successful completion of a service request procedure.
If the network did not accept the request to use eDRX, or if the UE has a PDN connection for emergency bearer services, the UE and the network shall use the stored UE specific DRX parameter, if available.
* * * End of change * * * 
